











/ILAN

WELDING

Plasma Torches & Parts

A140 Air Cooled Plasma Torch

A140

Ref. No. Description
PF0101 A140 Torch Head
FH0563 Gas Cooling Tube
PRO0101 Electrode
PE0101 Swirl Ring
PD0101-11 Tip, 1.1mm
PD0101-14 Tip, 1.4mm
PD0101-17 Tip, 1.7mm
PD0101-19 Tip, 1.9mm
PCO0101 Shield

PT31 Air Cooled Plasma Torch

Ref. No. Description
20072 Hand Torch Head
18205 Electrode(HF)
- Electrode(ZR)
19683 Extended Electrode (HF)
- Extended Electrode (ZR)
18785 Swirl Ring (Ceramic)
18866 Nozzle
19682 Extended Nozzle
20860 Extended Nozzle
20282 Shield Cup
21328 Tip,100A,1.5mm
PT31 21329 Tip,70A,1.3mm
21330 Tip,50A,1.0mm
CB40 Air Cooled Plasma Torch
Ref. No. Description
1359 Hand torch head
1516 Electrode-HF
1507 Swirl ring
1290 Tip 0.7
1906 Nozzle retaining cap
CB40

Declaration

Trafimet®,Cebora®, ESAB® are registered trademark. Beijing Aland Welding is no way affiliated with the original equipment manufacturers (OEM) above-

mentioned. All trademark listed herein are not of OEM's origin. References to the OEM's part numbers are for identification and convenience ONLY.
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WELDING

Plasma Torches & Parts

CB50 Rating 50A
Air Cooled Plasma Torch
Ref. No. Description
1352 Hand torch head
1521 Electrode-HF
60001 Swirl ring
1304 Tipe 1.0
5710121 Nozzle retaining cap
1518-Hf Extend electrode-HF
CB50 1370 Extend tip
CB70 Rating 70A
Air Cooled Plasma Torch
Ref. No. Description
1351 Hand torch head
1402 Electrode-HF
60001 Swirl ring
1309/1396/51100/51096 Tipe0.9/ 1.0/0 1.1/2 1.2
5710171 Nozzle retaining cap
1368 Extend electrode-HF
CB70 1366/1395/51102/51096 Extend tipe0.9/g 1.0/2 1.1/2 1.2
CB150 Rating 150
Air Cooled Plasma Torch
Ref. No. Description
PF0080/1353 Torch head
FH0213/1378 Gas Cooling Tube
PR0034/1376 Electrode
PE0009/1377 Swirl ring

PD0026-11/1371

Nozzle 1.1mm

PD0026-13/1372

Nozzle 1.3mm

PD0026-16/1373

Nozzle 1.6mm

PD0026-18/1374

Nozzle 1.8mm

CB150 PC0002/1389

Nozzle retaining cap

Declaration

Trafimet®, Cebora®, ESAB® are registered trademark. Beijing Aland Welding is no way affiliated with the original equipment manufacturers (OEM) above-

mentioned. All trademark listed herein are not of OEM's origin. References to the OEM's part numbers are for identification and convenience ONLY.
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WELDING

Plasma torch PT60

Technical Data

For the correct operation please use 3-ways Solenoid
Value, inside orefic 2.3-2.7mm.

Max Current 10-60 Amps
Duty Cycle 60Amps 60%
Gas Air/N2
Gas Pressure 4.4-5.0 bar
Gas Flow 110 LPM
Pilot Electrode to Tip ( 18E-22A)
Ignition Without HF
PT60 Standard Length 6M

Technical Data

For the correct operation please use 3-ways Solenoid
Value, inside orefic 2.7-3.0mm.

Max Current 30-80 Amps
Duty Cycle 80Amps 60%
Gas Air/N2
Gas Pressure 4.4-5.0 bar
Gas Flow 110 LPM
Pilot Electrode to Tip
Ignition Without HF
Standard Length 6M

PT80

Declaration
Trafimet®,Cebora®, ESAB® are registered trademark. Beijing Aland Welding is no way affiliated with the original equipment manufacturers (OEM) above-

mentioned. All trademark listed herein are not of OEM's origin. References to the OEM's part numbers are for identification and convenience ONLY.
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WELDING

Replacement Parts suitable for
HYPERTHTHERM®

Powermax 1250/1650/45%

! 2 ) 4 5
— . e & ‘ o
No. Order No. Ref. No. Description No. Order No. Ref. No. Description
AW 120929 120929 Shield, Hand, AW 220480 220480 Nozzle, Hand 30A
40A/60A/80A Nozzle
: : AW 220671 220671 ©
AW 120930 120930 Shield, Machine, Hand/Machine 45A
40A/60A/80A 5 | AW 220672 220672 Nozzle
AW 220065 220065 Shield, Hand, 100A AW 120932 120932 Nozzle 40A
1 | AW 220047 220047 Shield, Machine, 100A AW 120931 120931 Nozzle 60A
AW 220569 | 220569 | Shield Cap, Hand, 30A AW 120927 | 120927 Nozzle 80A
leld L-ap, Mand, AW 220011 220011 Nozzle 100A
AW 220674 220674 Shield Cap, Hand, 45A AW 120926 120926 Electrode 40A/60A/80A
AW 220673 220673 | Shield Cap, Machine, 45A AW 220037 220037 Electrode 100A
AW 220675* 220675 Shield Cap 4 AW 220478 220478 Electnizolde,t H:nd 30A
L. ectrode,
AW 120928* | 120928 E%t:/'ggf/&f AW 220669 | 220669 Hand/Machine 45A
AW 220046" 220048 Retaining Can 100A AW 120925* 120925 Swirl Ring 40A/60A/80A
2 etaining Cap AW 220051* | 220051 Swirl Ring 100A
AW 220483* 220483 | Retaining Cap, Hand 30A 5 | AW 220479 220479 Swirl Ring, Hand 30A
" Retaining Cap, . Swirl Ring,
AW 220713 220713 Hand/Machine 45A AW 220670 220670 Hand/Machine 45A
®
Powermax 1250/1650/45
! s
& 3 -l .—‘
No. Order No. Ref. No. Description No. Order No. Ref. No. Description
AW 220992 220992 Shield Cap, Hand, 105A AW 220941 220941 Nozzle, Hand 45A
AW 220993 220993  |Shield Cap, Machine 105A AW 220819 22081 Noslo. Hand 65A
AW 220818 | 220818 Shield Cap, Hand, o, on
45A/65A/85A AW 220930 220930 Nozzle
Shield Cap, Machine, 3 .
1 AW 220817 220817 45A/65A/85A AW 220797 220797 Nozzle, Machine 45A
AW 220955 220955 Sh|eld‘1csexp/él;/1:ch|ne, AW 220816 220816 Nozzle 85A
Nozzle,
AW 220931* 220931 Shield Cap AW 220990 220990 Hand/Machine 105A
AW 220948 220948 Shield Cap Electrode Hand/Machine
AW 220798 | 220798 Shield Cap 4 | AW220842 | 220842 45A/65A/85A/105A
* Retaining Cap, AW 220857* | 220857  |Swirl Ring, Hand 45A/65A
, | AW 220854 220854 Hand 45A/65A 5 9,. !
AW 220953* 220953 Retaining Cap 45A AW 220947* 220947 Swirl Ring
Declaration:

Hypertherm®, Powermax1250°, Powermax1650°, Powermax45®, Powermax65°, Powermax 85°, Powermax105°, Max200®, HT2000°, HySpeed®, HT2000°,
HSD130°, HPR130XD® HPR130°, HPR 260XD®, HPR260°, HPR400XD®, HT4400° are the registered trademarks of Hypertherm, Inc.. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine Hypertherm®parts. Reference to
Hypertherm®machine, torches and numbers are for your convenience ONLY. Parts indicated with asterisk(*) are original parts.
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WELDING

Replacement Parts suitable for
HYPERTHTHERM®

Max200/HT2000/HySpeed HT2000"

No. Order No. Ref. No. Description No. Order No. Ref. No. Description
Shield , * I
AW 020424 020424 Oxygen/Air N2 200A AW 020604 020604 Swirl Ring, Oxygen 200A
. . * Swirl Ring, Air. Argon/
1 AW 020448 020448 Shield, Oxygen/Air 100A 4 | AW 020607 020607 Hydrogen/N2 200A
AW 220239 220239 Shield, Oxygen 200A AW 220236* 220236 Swirl Ring, Oxygen 200A

Electrode, Oxygen/

AW 020423 020423 Retaining Cap, 100A/200A Air 40A/200A, replaces

2 AW 120667 120667

* Retaining Cap, 120667 (MAX200®/
AW 220238 220238 Oxygen 200A HT2000®)
Nozzle, Air. Argon/ Electrode, Oxygen/
AW 020608 020608 Hydrogen/N2 200A AW 220021 220021 Air 40A/200A, replaces
220021(MAX200®/
AW 020605 020605 Nozzle, Oxygen 200A 5 HT2000®)
. Electrode, Argon/
3 AW 020611 020611 Nozzle, Air 100A AW 020415 020415 Hydrogen/N2 100A/200A
AW 020616 | 020616 Nozzle, Oxygen 100A AW 120547 | 120547 Electrode,
’ Oxygen/Air 100A
AW 220237 220237 Nozzle, Oxygen 200A AW 220235 220235 Electrode, Oxygen 200A

HSD130®
1

[}
s
.

No. Order No. Ref. No. Description No. Order No. Ref. No. Description
Shield , 45A(Air). .
AW220532 220532 AW220525 220525 Nozzle, 45A(Air)
50A(02)
1| AW220536 220536 Shield, 130A(Air) AW220530 220530 Nozzle, 50A(02)
4
AW220491 220491 Shield , 130A(02) AW220492 220492 Nozzle, 130A(Air)
2 | AW220578* 220578 Retaining Cap AW220489 220489 Nozzle, 130A(02)
AW220529* 220529 Swirl Rér(‘)%(‘(‘)sz/;“\'r)‘ AW220528 220528 Electrode, 45A-50A
3 — . 5
AW220488* 220488 Swir R;g%'pj(goz'?(p"r)‘ AW220487 220487 Electrode, 130A

Declaration:

Hypertherm®, Powermax1250°, Powermax1650°, Powermax45°, Powermax65®, Powermax 85°, Powermax105°, Max200°, HT2000°, HySpeed®, HT2000°,
HSD130°, HPR130XD® HPR130%, HPR 260XD®, HPR260°, HPR400XD®, HT4400° are the registered trademarks of Hypertherm, Inc.. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine Hypertherm®parts. Reference to
Hypertherm®machine, torches and numbers are for your convenience ONLY. Parts indicated with asterisk(*) are original parts.
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WELDING

Replacement Parts suitable for
HYPERTHTHERM®

HPR130XD® Mild Steel/ Stainless Steel

No. Order No. Ref. No. Description No. Order No. Ref. No. Description

1 | Aw220747 220747 Shield Cap 80A-130A AW220182 220182 Nozzle, 130A

, | AW220189 220189 Shield 80A ® AW220197 220197 Nozzle, 130A
AW220338 220338 Shield 80A 7 | AwW220179 220179 Swirl Ring, 80A-130A

5 | AW220183 220183 Shield, 130A AW220187 220187 Electrode, 80A
AW 220198 | 220198 _ Shield, 1304 ° | Awzzsse | 220330 Electrode 80A

A AW220756 220756 Retamm? 3?)2‘()N82())A_1 30A. 9 | Aw220665 220665 Electrode, 130A
AW220755 220755 s%i‘/i'gg‘/f(ﬁgg) o AW220181 220181 Electrode, 130A
AW220188 220188 Nozzle, 80A AW220307 220307 Electrode 130A

® | awzz0337 220337 Nozzle, 80A 1 | AW220340 220340 Water Tube

HPR130° Mild Steel/ Stainless Steel

B e 6 M , = =} |
No. Order No. Ref. No. Description No. Order No. Ref. No. Description
1 AW220173 220173 Shield Cap 80A-130A AW220182 220182 Nozzle, 130A
; 6
) AW220189 220189 Shield 80A AW220197 220197 Nozzle 130A
AW220338 220338 Shield 80A 7 | AW220179 220179 Swirl Ring
AW220183 220183 Shield, 130A
3 8 AW220187 220187 Electrode, 80A
AW220198 220198 Shield, 130A
AW220339 220339 Electrode 80A
AW220176 220176 Retaining Cap 80A-130A
4 — 9 | Aw220181 220181 Electrode, 130A
AW220304* 220304  |Retaining Cap 130A(H35)
AW220188 220188 Nozzle. 80A AW220307 220307 Electrode 130A
5
AW220337 220337 Nozzle 80A 10 AW220340 220340 Water Tube
Declaration:

Hypertherm®, Powermax1250°, Powermax1650°, Powermax45®, Powermax65°, Powermax 85°, Powermax105°, Max200®, HT2000°, HySpeed®, HT2000°,
HSD130°, HPR130XD® HPR130°, HPR 260XD°®, HPR260°, HPR400XD®, HT4400° are the registered trademarks of Hypertherm, Inc.. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine Hypertherm®parts. Reference to
Hypertherm®machine, torches and numbers are for your convenience ONLY. Parts indicated with asterisk(*) are original parts.
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Replacement Parts suitable for
HYPERTHTHERM®

HPR260XD" Mild Steel
-G -,
. R — LaaY
L oK. LI
@ w - - 22
ﬁ_ % B 19
i ol 8
q"l ey _”"_;1;"

No. Order No. Ref. No. Description No. Order No. Ref. No. Description

1 AW220747 220747 Shield Cap 80A-130A 13 | AW220439 220439 Nozzle, 260A
2 AW220637 220637 Shield Cap 200A-260A AW220179 220179 Swirl Ring 80A-130A
3 AW220189 220189 Shield 80A 14 | AW220353 220353 Swirl Ring 200A
4 AW220183 220183 Shield 130A AW220436 220436 Swirl Ring 260A
5 AW220761 220761 Shield 200A 15 | AW220187 220187 Electrode, 80A
6 AW220764 220764 Shield 260A 16 | AW220181 220181 Electrode, 130A
7 AW220756 220756 Retaining Cap 80A-130A 17 | AW220665 220665 Electrode, 130A
8 AW220757 220757 Retaining Cap 200A 18 | AW220352 220352 Electrode, 200A
9 AW220760 220760 Retaining Cap 260A 19 | AW220666 220666 Electrode, 200A
10 | AwW220188 220188 Nozzle, 80A 20 | AW220435 220435 Electrode, 260A
1" AW220182 220182 Nozzle, 130A 21 AW220668 220668 Electrode, 260A
12 | AwW220354 220354 Nozzle, 200A 22 | AW220340 220340 Water Tube

HPR260XD” Stainless Steel

No. Order No. Ref. No. Description No. Order No. Ref. No. Description

1 AW220747 220747 Shield Cap 80A-130A 11 AW220197 220197 Nozzle, 130A

2 AW220637 220637 Shield Cap 200A-260A 12 AW?220343 220343 Nozzle, 200A

3 | AW220338 Gl Shield 80A 13 | AW220406 220406 Nozzle, 260A

4 | AW220198 | 220198 Shield 130A AW220179 | 220179 Swirl Ring 80A-130A
5 AW220762 220762 Shield 200A .

- 14 AW220342 220342 Swirl Ring 200A

6 AW220763 220763 Shield 260A

7 | Aw220755 220755 Retaining Cap 80A AW220405 220405 Swirl Ring 260A

8 | AW220756 220756 | Retaining Cap 130A(N2) 15 | AW220339 220339 Electrode, 80A

9 AW220758 220758 Retaining Cap 200A-260A 16 AW220307 220307 Electrode, 130A-260A
10 AW220337 220337 Nozzle, 80A 17 AW220340 220340 Water Tube

Declaration:

Hypertherm®, Powermax1250°, Powermax1650°, Powermax45°, Powermax65°, Powermax 85°, Powermax105®, Max200°, HT2000°, HySpeed®, HT2000°,
HSD130°, HPR130XD® HPR130°, HPR 260XD®, HPR260°, HPR400XD®, HT4400° are the registered trademarks of Hypertherm, Inc.. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine Hypertherm®parts. Reference to

Hypertherm®machine, torches and numbers are for your convenience ONLY. Parts indicated with asterisk(*) are original parts.
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WELD.I

Replacement Parts suitable for
HYPERTHTHERM"®

HPR260"

No. Order No. Ref. No. Description No. Order No. Ref. No. Description

1 AW220173 220173 Shield Cap 80A-130A AW220337 220337 Nozzle, 80A

2 AW220398 220398 Shield Cap 200A-260A ° AW220197 220197 Nozzle, 130A
AW220189 220189 Shield 80A AW220354 220354 Nozzle, 200A
AW220183 220183 Shield 130A 10 AW220343 220343 Nozzle, 200A

° AW220338 220338 Shield 80A AW220439 220439 Nozzle, 260A
AW220198 220198 Shield 130A " AW220406 220406 Nozzle, 260A
AW220356 220356 Shield 200A AW220179 220179 Swirl Ring 80A-130A

! AW220345 220345 Shield 200A AW220353 220353 Swirl Ring 200A
AW220440 220440 Shield 260A 12 AW220436 220436 Swirl Ring 260A

° AW220407 220407 Shield 260A AW220342 220342 Swirl Ring 200A
AW220176 220176 Retaining Cap 80A-130A AW220405 220405 Swirl Ring 260A

° AW220304 220304 Retaining Cap 80A AW220187 220187 Electrode, 80A
AW220355 220355 Retaining Cap 200A 13 AW220181 220181 Electrode, 130A

! AW220176 220176 Retaining Cap 130A(N2) AW220339 220339 Electrode, 80A
AW220433 220433 Retaining Cap 260A AW220352 220352 Electrode, 200A

8 AW220344 220344 Retaining Cap 260A 14 | AW220435 220435 Electrode, 260A
AW220188 220188 Nozzle, 80A AW220307 220307 Electrode, 130A-260A

° AW220182 220182 Nozzle, 130A 15 AW220340 220340 Water Tube

HPR400XD" Mild Steel

Declaration:

Hypertherm®, Powermax1250°, Powermax1650°, Powermax45°, Powermax65®, Powermax 85°, Powermax105°, Max200®, HT2000°, HySpeed®, HT2000°,
HSD130%, HPR130XD® HPR130°, HPR 260XD®, HPR260°, HPR400XD®, HT4400° are the registered trademarks of Hypertherm, Inc.. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine Hypertherm®parts. Reference to
Hypertherm®machine, torches and numbers are for your convenience ONLY. Parts indicated with asterisk(*) are original parts.
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WELDING

No. Order No. Ref. No. Description No. Order No. Ref. No. Description R l P ° l f
1 AW220747 220747 Shield Cap 80A-130A 16 | AW220632 220632 Nozzle, 400A ep acement al'tS S“ltab e Ol’
2 | AW220637 220637 Shield Cap 200A-400A AW220179 220179 Swirl Ring 80A-130A ®
3 | AW220189 220189 Shield 80A 17 | AW220353 220353 Swirl Ring 200A HYPERTHTHE RM
4 | AW220183 220183 Shield 130A AW220436 220436 Swirl Ring 260A ® nae
° wirt Ring HPR 400XD" Mild steel bevel
5 | AW220761 220761 Shield 200A 18 | AW220631 220631 Swirl Ring 400A
12
6 | AwW220764 220764 Shield 260A 19 | AW220187 220187 Electrode, 80A ; _ s &l . EN 14 1
7 | AW220636 220636 Shield 400A 20 | AW220181 220181 Electrode, 130A AanEwm RN L g J ‘ ; - =1
8 | AW220756 220756 Retaining Cap 80A-130A 21 | AW220665 220665 Electrode, 130A ' : . 8 10 -t aﬂ
9 | Aw220757 220757 Retaining Cap 200A 22 | AW220352 220352 Electrode, 200A @ """ o TR s
10 | AW220760 220760 Retaining Cap 260A 23 | AW220666 220666 Electrode, 200A ' q L 1" e oD
11 | AW220635 220635 Retaining Cap 400A 24 | AW220435 220435 Electrode, 260A
12 AW220188 220188 Nozzle, 80A 25 AW220668 220668 Electrode, 260A No. Order No. Ref. No. Description No. Order No. Ref. No. Description
1 AW220637 220637 Shield cap 1 | AW220632 220632 Nozzle, 400A
13 | AW220182 | 220182 Nozzle, 130A 26 | AW220629 | 220629 Electrode, 400A 2 | AW220742 | 220742 Shield, 80A-130A 1 | AW220179 | 220179 Swirl ring, 80A-130A
14 | AW220354 220354 Nozzle, 200A 27 | AW220340 220340 Water Tube 3 | AwW220741 220741 Shield, 260A AW220436 220436 Swirl ring, 260A
15 | AW220439 220439 Nozzle, 260A 28 | AW220571 220571 Water Tube 4 | AW220636 220636 Shield, 400A 13 | AW220631 220631 Swirl ring, 400A
5 | AW220845 220845 Retaining cap, 80A 1a | AW220802 220802 Electrode, 80A
6 | AW220740 220740  |Retaining cap, 130A-260A AW220649 220649 Electrode, 130A
® . 7 | AwW220635 220635 Retaining cap, 400A 15 | AW220541 220541 Electrode, 200A
HPR400XD" Stainless Steel 8 | Aw220806 220806 Nozzle, 80A 16 | AW220629 220629 Electrode, 400A
9 | AW220646 220646 Nozzle, 130A 17 | AW220700 220700 Water tube
10 | AW220542 220542 Nozzle, 260A 18 | AW220571 220571 Water tube
®
HT4400
2 3 A
' 4 5
No. Order No. Ref. No. Description No. Order No. Ref. No. Description ‘
1 | AW220747 | 220747 Shield Cap 80A-130A 13 | AW220197 | 220197 Nozzle, 130A eI oo Description No. | Order No. | Ref. No. __Description
AW120786 | 120786 Shield Cap 100A-400A AW120783* | 120783 Swirl Ring, Oxygen 100A
2 | AW220637 220637 Shield Cap 200A-400A 14 | AW220343 220343 Nozzle, 200A . Shield Cap 100A-400A AW120784* | 120784 | Swirl Ring,0Oxygen100A(CCW)
3 | AW220338 | 220338 Shield 80A 15 | AW220406 | 220406 Nozzle, 260A 1 | ANT20%07T) 120907 (With HIS Tab) AW1207917 | 120791 | Swirl Ring, Oxygen 200A
¢ ozze, AN120084° | 120084 Shield Cap 100A-400A AW120792* | 120792 |Swirl Ring, Oxygen 200A(CCW)
4 | AW220198 220198 Shield 130A 16 | AW220708 220708 Nozzle, 400A (Underwater) AW120913* | 120913 Swirl Ring, Oxygen 300A
5 AN220762 220762 Shisld Z00A AW220179 220179 Swirl Rina 80A130A AW120777 | 120777 Nozzle, Oxygen 100A 3 | AW120914* | 120914 |Swirl Ring, Oxygen 300A(CCW)
¢ 17 Wir Ring 864 AW120778 | 120778 | Nozzle, Oxygen 100A(CCW) AW120939* | 120939 | _Swirl Ring, Oxygen 400A
6 | Aw220763 220763 Shield 260A AW220342 220342 Swirl Ring 200A AW120787 | 120787 Nozzle, Oxygen 200A AW120940" | 120940 |Swirl Ring, Oxygen 400A(CCW)
AW120853* | 120853 |Swirl Ring, Nitrogen 200A/400A
7 | Aw220707 220707 Shield 400A 18 | AW220405 220405 Swirl Ring 260A-400A AW120788 | 120788 | Nozzle, Oxygen 200A(CCW) : Swirl Ring, Nitrogen
— AW120794 | 120794 Nozzle, Oxygen 300A AW120854" | 120854 200A(CCW)/400A(CCW)
8 | AW220755 220755 Retaining Cap 80A 19 | AW220339 220339 Electrode, 80A , | AW120795 | 120795 | Nozzle, Oxygen 300A(CCW) AW120785 | 120785 | Electrode, Oxygen 100A
9 | AW220756 220756 Retaining Cap 130A(N2) 20 | AW220307 220307 Electrode, 130A-260A AW120934 | 120934 Nozzle, Oxygen 400A AW120793 | 120793 Electrode, Oxygen 200A
AW120802 | 120802 Electrode, Oxygen 300A
10 | AW220758 | 220758 |Retaining Cap 200A-260A 21 | AW220709 | 220709 Electrode, 400A AW120935 | 120935 | Nozzle, Oxygen 400A(CCW) 4 e B
AW120794 | 120794 Nozzle, Nitrogen 200A AW220412 | 220412 200A/300A 43(’)% A
1 | AW220712 220712 Retaining Cap 400A 22 | AW220340 220340 Water Tube -
g Lap AW120795 | 120795 | Nozzle, Nitrogen 200A(CCW) AW120810 | 120810 Electrode, Oxygen 400A
12 | AwW220337 220337 Nozzle, 80A 23 | AW220571 220571 Water Tube AW120856* | 120856 Nozzle, Nitrogen 400A AW120855* | 120855 | Electrode, Nitrigen 200A/400A
AW120857* | 120857 | Nozzle, Nitrogen 400A(CCW) 5 | AW120025* | 120025 Water Tube
Declaration: Declaration:
Hypertherm®, Powermax1250°, Powermax1650°, Powermax45®, Powermax65®, Powermax 85°, Powermax105°, Max200®, HT2000®, HySpeed®, HT2000°, Hypertherm®, Powermax1250°, Powermax1650°, Powermax45®, Powermax65®, Powermax 85°, Powermax105°, Max200°, HT2000°, HySpeed®, HT2000°,
HSD130%, HPR130XD® HPR130°, HPR 260XD®, HPR260°, HPR400XD®, HT4400° are the registered trademarks of Hypertherm, Inc.. Beijing Aland Welding HSD130%, HPR130XD® HPR130°, HPR 260XD®, HPR260°, HPR400XD®, HT4400° are the registered trademarks of Hypertherm, Inc.. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine Hypertherm®parts. Reference to is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine Hypertherm®parts. Reference to
Hypertherm®machine, torches and numbers are for your convenience ONLY. Parts indicated with asterisk(*) are original parts. Hypertherm®machine, torches and numbers are for your convenience ONLY. Parts indicated with asterisk(*) are original parts.
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WELDING

Replacement Parts suitable for
KOIKE®” / KOMATSU®

KOIKE® Super400 Plus®“Super400®

-

No. Order No. Ref. No. Description No. Order No. Ref. No. Description
AW40016365* | 40016365 Shield AWPK030062 | PK030062 Nozzle 2.5L
1| AW40020503 | 40020503 Shield 3 | AWPK030067 | PK030067 Nozzle 2.3R
AWPKO031336 | PK031336 Shield
AWPK030068 | PK030068 Nozzle 2.3L
AW40016366 | 40016366 Retaining Cap
2 AW40001899* | 40001899 Swirl Ring (R)
AWPK031332 | PK031332 Retaining Cap
AW40004567* | 40004567 Swirl Ring (L)
AW40017233 | 40017233 Nozzle 2.9R 4
AWPK031204*|  PK031204 Swirl Ring (R)
AW40017234 | 40017234 Nozzle 2.9L
3 | AWPKO030061 | PK030061 Nozzle 3.0R AWPK031205"|  PK031205 Swirl Ring (L)
AWPK030063 | PK030063 Nozzle 3.0L AW40016358 | 40016358 Electrode
5
AWPKO030060 | PK030060 Nozzle 2.5R AWPK031027 |  PK031027 Electrode
® ®
KOMATSU"™ G9150

(35]

No. Order No. Ref. No. Description No. Order No. Ref. No. Description

AW969-95- . . AW969-95- )

1 24750 969-95-24750 | Shield Cap(W/O-Ring) 3 24190 969-95-24190 Tip ©0.8
AW969-95- . AW969-95- ’

2 24141 969-95-24141 Ring 24180 969-95-24180 Tip ®1.1

4

AW969-95- . AW969-95- )

3 24310 969-95-24310 | Electrode(W/O-Ring) 24130 969-95-24130 Tip ®1.3

Declaration:

KOIKE®, KOIKE® Super400PIlus®, KOIKE® Super400® are the registered trademarks of KOIKE, Inc; KOMATSU®, KOMATSU® G9150° are the registered
trademarks of KOMATSU, Inc. Beijing Aland Welding Co.,Ltd. is in no way affiliated with the above-named manufacturers. All references to original manufacture's
equipment numbers, part numbers, torches, and trade names or trademarks, are for identification and convenience ONLY.
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Replacement Parts suitable for
KJELLBERG"®

HiFocus 280/360/440°, PerCut 370.1°

No. Order No. Ref. No. Ref. No. Description

1 AW11.835.201.081 11.835.201.081 Z501 Protection Cap
AW11.835.201.1561 11.835.201.1561 24015 Swirl Gas Cap
AW11.835.201.1571 11.835.201.1571 74020 Swirl Gas Cap
AW11.835.201.1551 11.835.201.1551 24022 Swirl Gas Cap
AW11.835.201.1581 11.835.201.1581 74025 Swirl Gas Cap

9 AW11.835.201.1591 11.835.201.1591 74030 Swirl Gas Cap
AW11.835.401.1571 11.835.401.1571 74140 Swirl Gas Cap
AW11.835.411.1581 11.835.411.1581 74530 Swirl Gas Cap
AW11.835.411.1580 11.835.411.1580 Z4535 Swirl Gas Cap
AW11.835.411.1591 11.835.411.1591 74540 Swirl Gas Cap
AW11.835.411.1590 11.835.411.1590 74545 Swirl Gas Cap
AW11.842.401.160 11.842.401.160 S3004 Nozzle Cap
AW11.842.401.162 11.842.401.162 S3008 Nozzle Cap

3 AW11.842.401.1622 11.842.401.1622 S3028 Nozzle Cap
AW11.842.401.1624 11.842.401.1624 S3048 Nozzle Cap
AW11.842.401.1621 11.842.401.1621 S3018 Nozzle Cap
AW11.843.021.406 11.843.021.406 S2006X Nozzle
AW11.843.021.407 11.843.021.407 S2007X Nozzle
AW11.843.021.408 11.843.021.408 S2008X Nozzle
AW11.843.021.410 11.843.021.410 S2010X Nozzle

4 AW11.843.021.412 11.843.021.412 S2012X Nozzle
AW11.843.021.414 11.843.021.414 S2014X Nozzle
AW11.843.021.416 11.843.021.416 S2016X Nozzle
AW11.843.111.616 11.843.111.616 S2516X Nozzle
AW11.843.111.618 11.843.111.618 S2518X Nozzle
AW11.835.221.153 11.835.221.153 2101~ Gas Guiding Cap

5 AW11.835.221.154 11.835.221.154 2102* Gas Guiding Cap
AW11.834.321.153 11.834.321.153 Z111* Gas Guiding Cap
AW11.835.421.303 11.835.421.303 Z111A* Distance Ring
AW11.843.021.320 11.843.021.320 S002Y Electrode

6 AW11.843.121.310-AG 11.843.121.310-AG S012X Electrode, Ag
AW11.842.411.510 11.842.411.510 S042 Electrode
AW11.842.511.510 11.842.511.510 S052 Electrode

7 AW11.842.401.152 11.842.401.152 S901 Cooling Tub

Declaration:

KJELLBERG?®, HiFocus 280/360/440/280i/360i/440i°, PerCut 370.1/370.2° are the registered trademarks of KJELLBERG GmbH,. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine KJELLBERG® parts. Reference
to KJELLBERG®machine, torches and numbers are for your convenience ONLY. Parts indicated with an asterisk(*) are original parts manufactured by
KJELLBERG.
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Replacement Parts suitable for
KJELLBERG"®

Replacement Parts suitable for: HiFocus 280i/360i/440i®

Replacement Parts suitable for
KJELLBERG"®

HiFocus 280/360/440°, PerCut 370.2°
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il
Order No. Ref. No. Description No. Order No. Ref. No. Ref. No. Description
AW11.833.301.1550 11.833.301.1550 Swirl Gas Cap 3.0mm
AW11.848.201.081 11.848.201.081 G501 Protective Ca
AW11.833.101.155 11.833.101.155 Swirl Gas Cap 3.5mm 1 ve -ap
AW11.833.101.156 11.833.101.156 Swirl Gas Cap 4.0mm AW11.848.401.081 11.848.401.081 G521 Protective Cap
AW11.833.101.157 11.833.101.157 Swirl Gas Cap 4.5mm AW11.848.201.1515 11.848.201.1515 G4015 Swirl Gas Cap
AW11.833.101.158 11.833.101.158 Swirl Gas Cap 5.0mm AW11.848.201.1520 11.848.201.1520 G4020 Swirl Gas Cap
AW11.833.101.159 11.833.101.159 Swirl Gas Cap 6.0mm AW11.848.201.1530 11.848.201.1530 G4030 Swirl Gas Cap
AW11.833.111.159 11.833.111.159 Swirl Gas Cap 6.0mm AW11.848.201.1525 11.848.201.1525 G4025 Swirl Gas Cap
AW11.841.721.081 11.841.721.081 Protective Cap, PerCut370.2 AW11.848.201.1522 11.848.201.1522 G4022 Swirl Gas Cap
AW11. .921.271 1. .921.271 irl Nozzle, P 70.2
836.9 836.9 Swirl Gas Nozzle, PerCut370 AW11.848.401.1550 11.848.401.1550 G4350 Swirl Gas Cap
AW11.836.901.163 11.836.901.163 Nozzle Cap (12x1.5 30°cw) 2
AW11.848.401.1555 11.848.401.1555 G4355 Swirl Gas Cap
AW11.836.901.164 11.836.901.164 Nozzle Cap (12x1.5 45°cw)
AW11.848.401.1535 11.848.401.1535 G4335 Swirl Gas Cap (Stainless Steel)
AW11.836.901.1641 11.836.901.1641 Nozzle Cap (12x1.5 45°cw)
AW11.836.901.165 11.836.901.165 Nozzle Cap (12x1.5 60°%w) AW11.848.401.1545 11.848.401.1545 G4345 Swirl Gas Cap (Stainless Steel)
AW11.836.901.1651 11.836.901.1651 Nozzle Cap (1 2x1.5 60°CW) AW11.848.401.1540 11.848.401.1540 G4340 Swirl Gas Cap (Stalnless Steel)
AW11.846.921.415 11.846.921.415 Cool Flow Nozzle, 1.5mm, 120A(i) AW11.848.311.1530 11.848.311.1530 G4530 Swirl Gas Cap (Stainless Steel)
AW11.846.921.420 11.846.921.420 Cool Flow Nozzle, 2.0mm, 200A(i) AW11.848.311.1535 11.848.311.1535 G4535 Swirl Gas Cap (Stainless Steel)
AW11.846.921.425 11.846.921.425 Cool Flow Nozzle, 2.5mm, 250A(i) AW11.848.201.1604 11.848.201.1604 G3004 Nozzle Cap
AW11.846.921.427 11.846.921.427 Cool Flow Nozzle, 2.7mm, 300A() AWA1.848.201.1628 1.848.201.1628 63028 Nozzle Cap
AW11.846.921.430 11.846.921.430 Cool Flow Nozzle, 3.0mm, 360A(i) AW11.848.401.1649 11.848.401.1649 G3249 Nozzle Cap
AW11.836.921.1542 11.836.921.1542 Swirl Ring (3x0.4 cw)
3 AW11.848.401.1629 11.848.401.1629 G3229 Nozzle Cap
AW11.836.921.153 11.836.921.153 Swirl Ring (6x0.8 cw)
AW11.848.401.1619 11.848.401.1619 G3219 Nozzle Cap
AW11.836.921.1531 11.836.921.1531 Swirl Ring (6x0.8 ccw)
AW11.836.921.154 11.836.921.154 Swirl Ring (3x0.8 cw) AW11.848.401.1609 11.848.401.1609 63209 Nozzle Cap
AW11.836.921.1541 11.836.921.1541 Swirl Ring (3x0.6 ccw) AW11.848.201.1608 11.848.201.1608 G3008 Nozzle Cap (Stainless Steel)
AW11.844.921.300 11.844.921.300 Silver Electrode A AW11.848.221.406 11.848.221.406 G2006Y Nozzle
AW11.844.901.152 11.844.901.152 Cooling Tub AW11.848.221.407 11.848.221.407 G2007Y Nozzle
Declaration: Declaration:

KJELLBERG®, HiFocus 280/360/440/280i/360i/440i®, PerCut 370.1/370.2° are the registered trademarks of KJELLBERG GmbH,. Beijing Aland Welding KJELLBERG?®, HiFocus 280/360/440/280i/360i/440i°, PerCut 370.1/370.2° are the registered trademarks of KJELLBERG GmbH,. Beijing Aland Welding
is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine KJELLBERG® parts. Reference is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine KJELLBERG® parts. Reference
to KJELLBERG®machine, torches and numbers are for your convenience ONLY. Parts indicated with an asterisk(*) are original parts manufactured by to KJELLBERG®machine, torches and numbers are for your convenience ONLY. Parts indicated with an asterisk(*) are original parts manufactured by

KJELLBERG. KJELLBERG.
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Replacement Parts suitable for
ESAB®

Replacement Parts suitable for
KJELLBERG"®

Replacement Parts suitable for: PT-36° Mild Steel

AW11.848.221.408 11.848.221.408 G2008Y Nozzle
AW11.848.221.410 11.848.221.410 G2010Y Nozzle > T
P AR, 5 4
AW11.848.221.412 11.848.221.412 G2012Y Nozzle . (| ‘ Ll E .
| e |
AW11.848.221.414 11.848.221.414 G2014Y Nozzle = 'i' |\|'|'| } ’ J ’ R 3 m 3
\.. | 1 |
AW11.848.221.416 11.848.221.416 G2016Y Nozzle -:l_ﬁL',_ Jilitls
, AW11.848.421.426 11.848.421.426 G2326Y Nozzle o, P—— m——— Description
AW11.848.421.430 11.848.421.430 G2330Y Nozzle AW37081* 37081 Shield Retainer 50A-400A
1
AW11.848.421.431 11.848.421.431 G2331Y Nozzle AW0558009548* 0558009548 Shield Retainer 450A
AW11.848.411.629 11.848.411.629 G2729 Nozzle AW0558006130 0558006130 Shield 50A
AW11.848.411.625 11.848.411.625 G2725 Nozzle (Stainless Steel) AW0558006141 0558006141 Shield 100A-260A
2
AW11.848.411.627 11.848.411.627 G2r27 Nozzle (Stainless Steel) AW0558006166 0558006166 Shield 300A-400A
AW11.848.311.616 11.848.311.616 G2516 Nozzle (Stainless Steel) AW0558009551 0558009551 Shield 450A
AW11.848.221.145 11.848.221.145 G101* Swirl Ring 5 AW037082* 037082 Nozzle Retainer 50A-400A
AW11.848.221.146 11.848.221.146 G102* Swirl Ring AW0558009550* 0558009550 Nozzle Retainer 450A
5 . :
AW11.848.421.145 11.848.421.145 G121* Swirl Ring A AW21796 21796 Diffuser S0A
AW11.848.421.149 11.848.421.149 G125* Swirl Ring AW21944* 21944 Diffuser 100A-450A
AW11.848.221.149 11.848.221.149 G105 Swirl Ring (Stainless Steel) AW0558006010 0558006010 Nozzle 50A
AW11.848.221.300 11.848.221.300 G002Y Silver Electrode AW0558006014 0558006014 Nozzle 100A
AW11.848.221.310 11.848.221.310 G003Y Silver Electrode AW0S58006018 0558006018 Nozzle 130A
6 AW11.848.421.310 11.848.421.310 G032Y Silver Electrode AW0558006020 0558006020 Nozzle 200A
: 5 AW0558006023 0558006023 Nozzle 260A
AW11.848.421.330 11.848.421.330 G034y Silver Electrode
AW0558006025 0558006025 Nozzle 300A
AW11.848.411.500 11.848.411.500 GO71Y Silver Electrode
AW0558006030 0558006030 Nozzle 360A
AW11.848.211.510 11.848.211.510 G042y Silver Electrode (Stainless Steel)
AW0558006036 0558006036 Nozzle 400A
AW11.848.311.510 11.848.311.510 G052Y Silver Electrode (Stainless Steel)
AW0558006028 0558006028 Nozzle 450A
AW11.848.201.142 11.848.201.142 G901Y Cooling Tub
AW0558005459 0558005459 Electrode 50A
7 AW11.848.401.142 11.848.401.142 G931Y Cooling Tub
6 AW0558003914 0558003914 Electrode 100A-300A
AW11.848.411.142 11.848.411.142 GoT71 Cooling Tub
AW0558007791 0558007791 Electrode 360A-450A
AW11.848.211.142 11.848.211.142 Go41 Cooling Tub (Stainless Steel
coling Tub (Stainless Steel) AW0558005457* 0558005457 Baffle 50A
7 AW0558002533* 0558002533 Baffle 100A-300A
AW0558001625* 0558001625 Baffle 360A-450A
8 AW0558003924* 0558003924 Holder 50A-450A
Declaration:
KJELLBERG®, HiFocus 280/360/440/280i/360i/440i®, PerCut 370.1/370.2° are the registered trademarks of KJELLBERG GmbH,. Beijing Aland Welding Declaration:

is in no way affiliated with above-named manufacturer and its trademarks. The parts advertised for sale are not genuine KJELLBERG® parts. Reference ESAB®, PT-36/37/600® are the registered trademarks of ESAB, Inc.. Beijing Aland Welding is in no way affiliated with above-named manufacturer and
to KJELLBERG®machine, torches and numbers are for your convenience ONLY. Parts indicated with an asterisk(*) are original parts manufactured by its trademarks. The parts advertised for sale are not genuine ESAB® parts. Reference to ESAB®machine, torches and numbers are for your convenience
KJELLBERG. ONLY. Parts indicated with an asterisk(*) are original parts.
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Replacement Parts suitable for
ESAB®

Replacement Parts suitable for: PT-37°

No. Order No. Ref. No. Description No. Order No. Ref. No. Description
AW0558006603 | 0558006603 Pr°;3§i‘i’(‘)§ap AW0558005219 | 0558005219 Nozzle 70A
- 3
1 AW0558006602 0558006602 Proé((e)(;tl_(;r(])iap AW0558004879 0558004879 Nozzle 100A
Electrode 50A
i AW0558005220 | 0558005220
AW0558006601 | 0558006601 Prmefé‘g; Cap A Standard
Electrode 100A
2 | AWO0558006600* | 0558006600 | Nozzle Retainer AW0558004875 | 0558004875 Longlife
R
AW0558005218 | 0558005218 Nozzle 30A AW0558005217* | 0558005217 83"("):\_7(')';?
3 5
AW0558004878 | 0558004878 Nozzle 50A AW0558004870* | 0558004870 | Swirl Ring 100A

Replacement Parts suitable for: 4PT—600®

6

il 1 5 /
= | : _—
------- o« | S — RN B
|
No. Order No. Ref. No. Description No. Order No. Ref. No. Description
1 AW37081 37081* Shield Retainer AW0058001884 | 0058001884 | Nozzle 200A
AW21802 21802  |Shield 100A-250A AW0558001623 | 0558001623 | Nozzle 250A
2 5
AW21945 21945 Shield 360A AW0558001885 | 0558001885 | Nozzle 360A
AW21944* 21944 Gas Diffuser AW0558001886 | 0558001886 | Nozzle 400A
100A-360A
3 Gas Diffuser Electrode
AW22496 22496 100 360A COW A AW0558001624 | 0558001624 EOACL
4 AW37082"* 37082 | Nozzle Retainer AW0558002516 | 0558002516 |  Cootrode 3
Cap 60A-Cu
AW22030 22030 Nozzle Tip 150A 7 AW0558001621 | 0558001621 | Electrode Holder
AW22031 22031 Nozzle Tip 200A AWO0558002533* | 0558002533 | Daffle gas swirl
5 ring 4hole CW
Nozzle base . Baffle gas swirl
AW22028 22028 1 00.200n 8 | AW0558002534* | 0558002534 | _“ oSS
AWO0558001883 | 0558001883 | Nozzle 150A AW0558001625* | 0558001625 | Darfle gas swirl
ring 4hole CW
Declaration:

ESAB®, PT-36/37/600® are the registered trademarks of ESAB, Inc.. Beijing Aland Welding is in no way affiliated with above-named manufacturer and
its trademarks. The parts advertised for sale are not genuine ESAB® parts. Reference to ESAB®machine, torches and numbers are for your convenience
ONLY. Parts indicated with an asterisk(*) are original parts.
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Technical data
Cooling: Gas Cooled

Duty cycle 60%: 180Amp CO,, 150Amp MIX

Wire Size: @ 0.6-1.0mm

/ILAN
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*>=\. . TORCH 15

-Q/_S

»

1 ICS0063

2 ICU0003-08

3 ICZ0087

3.1 1ZHO662

3.2 IFTO808

4 IZHOB67

5 1HJ0030

6 ICVO757

7 IHQO070

8 IFTO874

9 IHJOT15

10 IHJO782

11 ICNO663

12 IHJOTO3

13 IFTO063

14 IHJO063

15 ITBOO5S

16 1ZT0071

17 11co220

18 1co100

19 Ncosoon

20 1CGE000

Complete Torch
ICT2098-30
ICT2099-30
ICT2095-30

145.0107
140.0059
002.0009
002.0078
002.0058
400.0014
400.0044

160.0065

501.2155
501.0082

126.0005
124 0011
191.0001

002.0514
002.0515
002.0516

Gas nozzle ®@12mm 14-15
Contact tip ®0.8mm E-CU/MEx25mm
Torch head 15 including fitting

Gas diffuser/15

Nozzle spring 15

Hexagonal fitting

Plastic body

MIG handle Blue/Grip

Trigger

Screw M3x10mm

Housing for handle

Joint for 15

Coaxial cable 16mm® 3m

Back box

Screw

Adaptor nut

Euro central adaptor body/air
Liner nut

Brass terminal ©4.0 x 2.0mm 0.35m
Teflon liner ®4.0 x 1.5mm 3m Blue
Blue liner ©0.6-0.8mm 3m

Spanner for MIG torches

MIG 15AK torch 3m euro adaptor
MIG 15AK torch 4m euro adaptor
MIG 15AK torch 5m euro adaptor

WELD.I
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TORCH 24

¥/ C € evsres

Technical data

Cooling: Gas Cooled
Duty cycle 60%: 250Amp CO,, 220Amp MIX
Wire Size: @ 0.8-1.2mm

1 1CS0806

2 ICU0003-10

3 ICUDE83

4 ICF0539

5 ICZ0630

6 ICVO757

7 IHQOO70

8 IFTO&74

9 IHJD715

10 1ZH0864

1 ICNOGE4

12 IHJ0703

13 IFT0O063

14 IHJoO72

15 ITB0O0O59

16 1ZT0071

17 11co220

18 11Co160

19 11C0560

20 ICGB000

Complete Torch
ICT2698-30
1CT2699-30
ICT2695-30

145.0080

140.0242
142.0003

012.0001

185.0031

160.0128

501.2155
501.0082

126.0021
124.0026
191.0001

012.0158
012.0159
012.0160

|ﬂ|
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Description

Gas nozzle ®12.5mm

Contact tip @1.0mm E-CU/M&x25mm
Contact tip Holder MEx26mm

White ceramic gas diffuser

Torch head 24

MIG handle Blue/Grip

Trigger

Screw M3x10mm

Handle closing ring

Joint with spring

Coaxial cable 25mm’ 3m

Back box

Screw M4X6mm

Adaptor nut

Euro central adaptor body/air

Liner nut

Brass terminal ®4.0 x 2.0mm 0.35m
Teflon liner 4.0 x 2.0 3m Red

Red liner ©1.0-1.2mm 3m

Spanner for MIG torches

MIG 24 torch 3m euro apaptor
MIG 24 torch 4m euro apaptor
MIG 24 torch 5m euro apaptor

M C € evera @©

Technical data

Cooling: Gas Cooled
Duty cycle 340%: 300Amp CO,, 320Amp MIX
Wire Size: @ 0.8-1.6mm

/ILAN

W E L D
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= TORCH 36
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1
12
13
14

Complete Torch

ICS0072
ICU0004-12
ICU0686
ICFO562
ICZ0089
ICVO757
IHQOO070
IFTO874
IHJO715
1IZHD864
ICNOET0
IHJO703
IFT0063
IHJOOT2
ITB00S9
1ZT0071
11c0226
1ncoz210
11C0590
ICGB000

ICT2998-30
ICT2999-30
ICT2995-30

145.0078
140.0379
142.0011
014.0023
014.0008

160.0364

501.2155
501.0082

126.0039
124.0041
191.0001

014.0191
014.0192
014.0193

Gas nozzle @ 16mm

Contact tip @1.2mm E-CU/ M6x28mm
Contact tip holder M6 32mm

White ceramic gas diffuser

Torch head 36

MIG handle Blue/Grip

Trigger

Screw M3x10mm

Handle closing ring

Joint with spring

Coaxial cable 3m

Back box

Screw M4X6mm

Adaptor nut

Euro central adaptor body/air

Liner nut

Brass terminal ©4.5x 3.0mm 0.35m
Teflon liner 3.0 x 4.5 3m Yellow
Yellow liner ©1.2-1.6mm 3m

Spanner for MIG torches

MIG 36KD torch 3m eurc adaptor
MIG 36KD torch 4m euro adaptor

MIG 36KD torch 5m euro adaptor

G
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TORCH 400/500 . . . A= TIG TORCH 9

Complete torch-EURO
Code Ref. Description | Pack
m 10H6306 Torch sintig 9F 8m M12x1 1
1OHE906 Torch sintig 9F 4m M12x1 1
1OHT7306 Torch dubtig 9F 8m M12x1 1
e 1OHT906 Torch dublig 9F 4m M12x1 1
|¥‘ c € M 10TE206 Torch sinlig 8 &m M12x1 1
10TE906 Torch sinlig 8 4m M12x1 1
Technical data Epdm 10T7306 Torch dublig 8 8m M12x1 1
10T7906 Torch dublig @ 4m M12x1 1
Cooling: Water Cooled
Duty cycle 100%: 400Amp CO,, 350Amp MIX
Wire Size: @ 0.8-1.2mm
Technical data Complete torch-UK
Technical data Cooling: Gas Cooled R Descrition [ Pack
Cooling: Water Cocled Duty35y0nC: 10AMP
Duty cycle 100%: S00Amp CO,, 450Amp MIX Duty35%AC: 35AMP 1OHE307 Tarch sintig 9F 8m 386G 1
Wire Size: @ 1.0-1.6mm Electrode Size: 0.5-1.6mm 10HE907 Tarch sintig 9F 8m 3/8G 1
1OHT307 Torch dubtig 9F 8m 3/8G 4
10H7907 Torch dubtig 9F 8m 3/8G 1
1076307 Torch sintig & 8m 3/8G 1
10T&907 Torch sinlig & 8m 3/8G 1
10T7307 Torch dublig @ 8m 3/8G 1
1077907 Torch dublig 8 8m 3/8G 1
Complete torch-USA
* Code Ref. Description | Pack
10HB372 Torch sintig 9F 8m 5/8-18 1
Epdm 10HE972 Torch sintig 9F 4m 5/8-18 1
Description m 1OHT372 Torch dublig 9F 8m 5/8-18 1
10HT972 Torch dubtig 9F 4m 5/8-18 1
IoTe3r2 Torch sintig 8 &m 5/8-18 1
1 1C50713 145.0085 Gas nozzle @16mm 10TE972 Torch sinlig 9 4m 5/8-18 1
2 1CUD005-12 140.0442 Contact tip @1.2 E-CU/M8x30mm 1077372 Torch dublig 8 8m 5/8-18 1
3 ICFO524 030.0190 White ceramic gas diffuser loT7972 Torch dublig 8 4m 5/8-18 1
4 ICF0021 142.0022 Contact tip holder M8x25mm;
5 Torch head
5.1 IC10055 034.0001 Torch head 500 Complete torch-EURO
5.2 IC10059 033.0001 Torch head 400 1
Ref. |Description Pack
] ICVOT757 MIG handile Blue/Grip m I
7 1HQ0070 Trigger “ 1OH7106 Torch four switches 9F 4m M12x1 '
8 IFTO&74 Screw M3x10mm banthsr 1OH7406 :oc:::um:: :; :mm:x: 1
10HT7506 forch dubti m % 1
fi /[
] IHJO715 Housing for handle m IOHB006 Torch four switches 9F 8m M12x1 1
10 10777 Joint for MiGhandle 1077106 Torch four switches 9 4m M12x1 1
11 IFTOB70 Spring cable support 400-500 1OTT406 Torch dubtig 8 8m M12x1 1
12 IFT0734 171.0002 Clamp ©8,7mm 1077506 Torch dubtig 8 4m M12x1 1
13 IFTO737 173.0001 Clamp ©8.5mm 10TB006 Torch four switches 9 8m M12x1 1
14 ICDO06T Cable assembly 3m 400-500
15 1ZT8070 501.0114 Quick connector water ®6mm
16 IFTO764 Hose support for water cooled rear box Leather
17 IFT0063 Screw MdXémm
18 1HJO763 Back box for water cooled torches Com h-EURO
19 1HJ0D72 Adaptor nut plete torc
20 ITBOOST 501.2156 ‘Water euro central adaptor body m Ref. | Description m
21 1ZT0071 501.0082 Liner nut m
22 IKH0B05 103.0108 Output water tube ®5x8mm 0.8m Red :gz:::: :ﬂ:;ﬁxi:::z: :
23 1co226 Brass liner ®4.5x 3.0mm 0.35m 10U9306 Torch autoTIG 9 8m M12x1 1
24 110210 126.0039 Teflon liner ®4.5x3.0mm 3m Yellow 10U9906 Torch autoTIG 8 4m M12x1 1
25 1Icos80 122.0056 Steel liner ©1.2-1.6mm 3m
26 ICGE000 191.0001 Spanner for MIG torches
27 1ZHE723 030.0019 Insulator 401D-501D
Complete Torch Epdm
ICH2298-30 033.0193 MIG 401D torch 3m euro adaptor Complete torch-UK
ICH2299-30 033.0182 MIG 401D torch 4m euro adaptor
ICH2295-30 033.0194 MIG 401D torch 5m euro adaptor Ref. Description Pack
ICH2398-30 034.0292 MIG 501D torch 3m euro adaptor _ “
1059307 Torch TIG 9V Bm 3/8G 1
ICH2399-30 0340293 MIG 501D terch 4m euro adaptor Epdm SR by e ;
ICH2395-30 034.0294 MIG 501D terch 5m euro adaptor iGliaias T S SR ;
3/8G 10U8907 Torch autoTIG 8 4m 318G 1
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TIG TORCH 17 ¥ C € Eneooraz TIG TORCH 18 £ C€ Enaomrar

Complete torch-EURO Complete torch-EURO
Code Ref. Description Pack Code | Ref.
m 1016306 Torch sintig 17F 8m M12x1 1 I0BE306 Torch sintig 18 8m M12x1 1
1016906 Torch sintig 17F 4m M12x1 1 10B6306 Torch sintig 18 4m M12x1 1
1017306 Torch dubtig 17F 8m M12x1 1 I0B7306 Torch dubtig 18 8m M12x1 1
1017906 Torch dubtig 17F 4m M12x1 1 I0OBT7906 Torch dubtig 18 4m M12x1 1
1026306 Torch sintig 17 8m M12x1 1 Epdm
Epdm 1026906 Torch sintig 17 4m M12x1 1
I0Z7306 Torch dubtig 17 8m M12x1 1
1027906 Torch dubtig 17 4m M12x1 1 M1

Complete torch-UK

Code |_Ret. | _Dascription | pack | Technical data

Cooling: Water Cooled Complete torch-UK

Technical data w

(R R

Cooling: Gas Cooled 1016307 Torch sintig 17F 8m 3/8G 1 Duty100%DC: 320AMP Code Ref. Description Pack
Duty35%0C: 140AMP 1016907 Torch sintig 17F 4m 3/8G 1 Duty100%:AC: 240AMP R TR——

7 a0 1017307 Torch dublig 17F 8m 3/8G 1 Electrode Size: 0.5-4mm I0B6307 reh sintig 3]
Duty35%AC: 125AMP 386 1017907 Torch dublig 17F 4m 3/8G 1 1086907 Torch sintig 18 4m 3/8G 1
Electrode Size: 0.5-2.4mm 1026307 Torch sintig 17 8m 3/8G 1 1087307 Torch dubtig 18 8m 3/86 1

1026907 Torch sintig 17 4m 3/8G 1 1087907 Torch dubtig 18 4m 3/8G 1
1027307 Torch dubtig 17 8m 3/8G 1
1027907 Torch dubtig 17 4m 3/8G 1 e
386
385G
Complete torch-USA
# Code | Ref. Description Pack
1016372 Torch sintig 17F 8m 5/8-18 1
Epdm m 1016972 Torch sintig 17F 4m 5/8-18 1
1017372 Torch dubtig 17F 8m 5/8-18 1
5/8” 18 UNF R 1017972 Torch dubtig 17F 4m §/8-18 1 Complete torch-EURO
1026372 Torch sintig 17 8m 5/8-18 1 T
10zZ6972 Torch sintig 17 4m 5/8-18 1 Code Ref. | Description | Pack
Iog7a12 :m: :”::!9 :: :'“ :::':: A I0B7106 Torch four switches 18 4m M12x1 1
tozrer2 SLETEL SR AR 1 |0B7406 Torch dubtig 18 8m M12x1 1
1087506 Torch dubtig 18 4m M12x1 1
Leather IDBBO0E Torch four switches 18 8m M12x1 1
Complete torch-EURO
[ Code | Ref. [Description  [Pack]
m 1017108 Torch four switches 17F 4m M12x1 1
Leath 10174086 Torch dubtig 17F 8m M12x1 1
et 1017506 Torch dubtig 17F 4m Mi2x1 i
1018006 Torch four switches 17F 8m M12x1 1
1027106 Torch four switches 17 4m M12x1 1
1027406 Torch dubtig 17 8m M12x1 1
1027506 Torch dubtig 17 4m M12x1 1
10ZB006 Tarch four switches 17 8m M12x1 1
Leather
Leather
Complete torch-EURO
Code Ref. Description Pack
Complete torch-EURO ]
— 10Y9306 Torch TIG 18V 8m 1
m Ref. Description m 10Y9906 Torch TIG 18V 4m 1
- 1069306 AutoTIG 18 8m 1
ION9306 Torch TIG 17V 8m M12x1 1 10G2906 Auto TIG 18 4m 1
ION9906 Tarch TIG17V 4m M12x1 1
IOF9306 Torch auteTIG 17 Bm M12x1 1
3 I0F9806 Torch autoTIG 17 4m M12x1 1
Epdm
Epdm
Complete torch-UK
m Ref. Description m
e — e ~
D en———— e
Epdm 1ONg807 Torch TIG 17V 4m 318G 1
I0F9307 Torch autoTIG 17 Bm 3/8G 1 Epdm
I0F9907 Torch autoTIG 17 4m 3/8G 1
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TIG TORCH 26 ¥ C € evewres
o Electrode Holder / Earth Clamp

Complete torch-EURO
m.:ﬁ. Description Pack
= AC200A AC300AC
m IORG306 Torch sintig 26F 8m M12x1 1 AC300A
IORG906 Torch sintig 26F 4m M12x1 1 AC500AC
IOR7306 Torch dubtig 26F 8m M12x1 4 AC500A
Epdm IORT906 Torch dublig 26F 4m M12x1 4
IOWE306 Torch sintig 26 8m M12x1 1 ACB800A
IOWB906 Tarch sintig 26 4m M12x1 1
I0W7306 Torch dubtig 26 8m M12x1 1
10W7906 Torch dubtig 26 4m M12x1 1
Technical data
o Gias Coowd & ke e HL300A HL300AC
< om e
Duty35%DC: 180AMP P HL500A HL500AC
Duty35%AC: 130AMP Ref. Description Pack
Electrode Size: 0.5-4mm ..
IOR6307 Torch sintig 26F 8m 3/8G 1
I0R6907 Torch sintig 26F 8m 3/8G 1
I0RT307 Torch dubtig 26F 8m 3/8G 1
IORT907 Torch dubtig 26F 8m 3/8G 1
10WB307 Torch sintig 26 8m 3/8G 1 JP300A JP300AC
1oWea07 Torch sintig 26 8m 3/8G 1
IOW7307 Torch dubtig 26 8m 3/8G 1 JP500A JP500AC
10W7907 Torch dublig 26 8m 3/8G 1
Complete torch-USA
# mm Ref. Description Pack
IOR63T2 Torch sintig 26F 8m 5/8-18 1
Epdm m IOR6972 Torch sintig 26F 4m 5/8-18 1 KR300A G300AC
IOR7372 Torch dubtig 26F 8m 5/8-18 1 | KR500A
IOR7972 Torch dubtig 26F 4m 5/8-18 1 g GSOOAC
IOWE372 Torch sintig 26 8m 5/8-18 1
IOWB972 Torch sintig 26 4m 5/8-18 1
1OWT7372 Torch dubtig 26 8m 5/8-18 1
1oW7972 Torch dubtig 26 4m 5/8-18 1
Complete torch-EURO G ° T
[Codo | Rer. | Description ————lpack ouging Torch
IOR7106 Torch four switches 26F 4m M12x1 1
IOR7406 Torch dubtig 26F 8m M12x1 1
Leather IORT506 Torch dubtig 26F 4m M12x1 1
|OR8006 Torch four switches 26F 8m M12x1 1
1OW7 106 Torch four switches 26 4m M12x1 1 K3000 K4000
10WT7408 Torch dubtig 26 8m M12x1 1 600A
10W7506 Torch dubtig 26 4m M12x1 ( ) ( 1 OOOA)
10WB008 Torchfour switches 26 8m M12x1
Leather
Complete torch-EURO K5000
| Code | Ref. | Pack] (1250A) Flair 2
.. 10C9306 Torch TIG 26V 8m M12x1 1 (600A)
10C8906 Torch TIG2BV 4m M12x1 1
Epdm 1009308 Torch autotig 26 8m M12x1 1
M12 % 1 10D8906 Torch autolig 26 4m M12x1 1
Complete torch-UK
== Flar 2 .
[Gods | Ror. Description —————pack
o - (600A) 1600
10C9307 Torch TIG 26V 8m 3/86 1 (1600A)
109907 Torch TIG 26V 4m 3/8G 1
1009307 Torch autolig 26 8m 3/8G 1
1009907 Torch autolig 26 4m 3/8G 1

51 -



/ILAND,

W E L DI

/ILAND,

WELD.I

Welding Cable Welding Gauge

Welding Machine Power Cable

ﬁg STANESS
CCC A014262 60245IEC81 g 3 -y ol
gég f: 201510 5 T ‘
- i
Application: p . \‘
For various welding machines, wire feeding machines, connecting wires and grounding, secondary side wires of welding. 1 i
Description: [HH]IH ]IIII|III ‘IIII}IE I III|II|1 |
Conductor: highly purified anaerobic copper wire 240 15 m 5 0 zmm 5
Sheath: Rubber )

J ml’ DF
Color: Black, Orange -

Feathers: wearable, heat resistant, anti-aging and longer service life.

Insulated Conductor AVG Outer Overall Diameter Max.ConductorResistance at 20°C .
Nominal Cross wire Dia./qty. (MM) (Q/km) Fillet Gauge HFG11
Section area (mm/pcs) Min. Max. Tin coated Without Tinned
16 0.20/512 9.2 11.5 1.190 1.160
25 0.20/800 10.5 13.0 0.780 0.758
35 0.20/1120 11.5 14.5 0.552 0.536
50 0.20/1600 13.5 17.0 0.390 0.379
70 0.20/2240 15.5 19.5 0.276 0.268
95 0.20/3040 18.0 22.0 0.204 0.198

MIG/MAG Welding Torch Cable

CO. WELDING CABLE HFG60 HFG40

Application:

For CO2 / MAG Welding Torch
Description: P
Construction: inner type + conductor + the control wire + sheath
Conductor: highly purified anaerobic copper wire.

Sheath: Rubber

. Control Wire Conductor Isolation Sheath AVG Overall .
Model [T e . wire Dia./qty. Layer Thickness Diameter T UG RIS I
(MM) Qty(pcs) | Size(mm) at 20°C (Q/km)
(mm/pcs) (MM) (MM) (MM)
18 8x1 2 0.35 0.165/828 0.08 2.0 15.5+0.3 0.962
22 8x1 2 0.35 0.165/1012 0.08 2.0 16.2+0.3 0.837
25 8x1 2 0.35 0.165/1150 0.08 2.0 16.5+0.3 0.758
25 10x1 2 0.5 0.165/1150 0.08 2.0 17.5+0.5 0.758
35 10x1 2 0.5 0.165/1610 0.08 2.0 18.5+0.3 0.536 HFG-8 Level Gauge
37 10x1 2 0.5 0.165/1702 0.08 2.0 18.8+0.5 0.504
43 10x1 2 0.75 0.165/1978 0.08 2.0 19.510.3 0.445
50 10x1 2 0.75 0.165/2300 0.08 2.0 19.840.3 0.379
56 10x1 2 0.75 0.165/2576 0.08 2.0 20.320.3 0.313
65 10x1 2 0.75 0.165/2990 0.08 2.0 21.5+0.5 0.248
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Waterproof Welding Ceramic Backing

Suitable for Gas Metal Arc Welding (GMAW) and Sub-merged Arc
Welding (SAW) of V-shape, X-shape, T-shape joints of metal structures

in shipyard, off-shore building, heavy industries etc.

Main Specification

Characteristics:

e Very smooth finish;

e Good water-proof property;

¢ Makes one side welding both sides beads shaped in fine quality;
e Improvement of working efficiency;

e Cost saving;

¢ Omitting backside gouging and root passes.

*Note: Other specification can be available as your requirements.

/ILAN

WELD.I

Fiberglass Welding Backing Tape

Our product can improve your welding technique. It can make
the bottom welding joints more smoothly after welding operation.

Our product is major made form two sides of Aluminum tape
and high temperature resistant fibreglass fabric tape. It is very soft,
so it can wonderfully fit the bottom of the joints.

It doesn’t need to be customized, because the size can be free
cut. And it can be split joint to shaped form. Also it can be used in
wide way to ensure the nice shape of the weld bead.

Specification:

FWB29 120mm 29mm ;g;:
550°C
10m
FWB38 130mm 38mm
30m
Notice:

This product is suitable for the structural steel welding, stainless steel welding and so on.
Suggest weldment root face from Omm to 1mm; welding gap between 1Tmm and 3mm.

For Metal Active Gas Welding, the recommended ampere should from 170A to 190A. So that
it can achieve better welding affect.

The weldment can be removed more easily when it is still warm after welding.

Using Method:

Stick on Work Welding Process

?RC\
Welding Effect

Not Use BackingTape:
Looks Bad Front Effect Back Effect

Use Backing Tape: Use Backing Tape:

N

G
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Gouging Carbon Rods

DC Pointed Type DC Jointed Type

Tungsten Electrode

m Capacity of the electrodes
u Increase arc stability

= Improve current carrying
m Facilitate arc starting

= Reduce the risk of weld

= Increase electrode life contamination

/ILAN

WELD.I

TIG welding electrodes usually contain small quantities of
metallic oxides, which can offer the following benefits:

Oxides used are primarily zirconium, thorium, lanthanum or cerium. Additions are usually 1%-4%. These oxides

greatly improve arc initiation, especially when direct current(DC) welding is applied. Thorium oxide (thoria) has been used
for many years, having been found effective in terms of long life and thermal efficiency. Zirconium oxide (zirconia) has
been commonly used for alternating (AC) TIG welding, normally for welding aluminum.

B,

Size Current (A) Size Current (A)
3.2x305(355) 1/8x12'(14) 130-180
4x305(355) 5/32x12/(14") 150-200 6.5%355 1/ax14 450-500
5x305(355) 3/16x12'(14’) 200-250 8x355(430) 5/16x14'(17") 500-550
6x305(355) 15/64x12'(14) 300-350 0x355(430 3BT 550-600
X X -
6.5%305(355) 1/4x12'(14) 320-370 (430) an
7x305(355) 9/32x12'(14') 350-400 10x355(430)(455)(510) | 3/8x14'(17')(18')(20") | 600-650
8x305(355)(455)(510) | 5/16x12(14')(18')(20) | 400-450
x305(355)(455)(510) X12(14)(18)(20) 11x355(430)(455)(510) | 7/16x14'(17')(18')(20) | 650-700
9x305(355)(455)(510) | 23/64x12'(14")(18")(20") | 450-500
10x305(355)(455)(510) | 3/8x12'(14')(18')(20") | 500-550 12x355(430)(455)(510) | 15/32x14'(17")(18')(20")|  700-800
11x305(355)(455)(510) | 7/16x12/(14)(18')(20) | 600-650 13x355(430)(455)(510) | 1/2x14(17))(18')(20") | 800-1000
12x305(355)(455)(510) | 15/32x12'(14')(18)(20") | 750-850
13x305(355)(455)(510) | 1/2x12'(14")(17')(20") | 800-1000 16x355(430)(455)(510) | 5/8x14'(17)(18')(20) | 1000-1200
16x305(355)(455)(510) | 5/8x12'(14')(17')(20) | 1000-1200 19%355(430)(455)(510) | 3/4x14'(17)(18)(20") | 1200-1400
19x305(355)(455)(510) | 3/4x12'(14')(17')(20) | 1200-1400
25x305(355)(455)(510) |  1x12'(14')(17')(20") | 1400-1600 15x355(430)(455)(510) | 1x14'(17')(18)(20") | 1400-1600
DC Flat Type DC Half-Round Type
Size Current (A) Size Current (A)
3x25x355 1/8x1x14' 300-350
4x12x355 5/32x15/32x14' 200-250 8x4x355 5/16x5/32x14' 200-250
5x10x355 3/16x25/64x14' 250-300
5x12x355 3/16x15/32x14’ 300-350 10x5x355 3/8x316x14 300-350
5x15x355(305) | 3/16x19/32x14'(12) 350-400 13%6.5x355 1ax1/ax1d" 400-450
5x18x355 3/16x45/64x14' 400-150
5x20%355 3/16%25/32x14' 450-500 16x8x355(510) 5/8x5/16x14'(20") 550-600
5x25x355 3/16x63/64x14' 500-550

57

Lo i
1.5% Lanthanated 0.8% Zirconiated tungsten: | 2% Thoriated tungsten: Pure tungsten: 2% Ceriated tungsten:
tungsten: Balls well, handles higher Best stability at medium Balls easily, low cost, Low erosion rate,
TYPE Lowest erosion rate, current with less spitting, currents, good arc starts, tends to spit at higher wide current range,
wide W“’e“t range, better arc starts and arc medium tendency to spit, currents, used for AC or DC, no pitting,
no spitting, best DC are | gyapility than pure tungsten. medium erosion rate. non-critical welds only. consistent arc starts,
starts and stability good stability.
1116x7" (1.6mmx175mm) | 1/16x7" (1.6mmx175mm) 167" (1.6mmx175mm) 116x7" (1.6mmx175mm) | 118x7" (1.6mmx175mm)
3B2x7 (2. Ammx175mm) | 332x77(2.4mmx175mm) 3/32x7"(2.4mmx175mm) 362x7 (2 4mmx175mm) | 3/32x77(2.4mmx175mm)
Size 1/8x77(3.2mmx175mm) 1/8x7"(3.2mmx175mm) 1/8x7"(3.2mmx175mm) 1/8x77(3.2mmx175mmy) 1/8x7"(3.2mmx175mm)
5/32x7"(4.0mmx175mm) | 5/32x7"(4.0mmx175mm) 5/32x7"(4.0mmx175mm) 5/32x7"(4.0mmx175mm) | 5/32x7"(4.0mmx175mm)
L3 -
MIG Welding Wire
ER70S-6 MIG Solid Welding Wire 06,0809 10,1216 D100, D200, D300
ER308LSI MIG Stainless Steel Wire 06,0809,10,12 16 D100, D200, D300
ER5356 MIG Aluminum Alloy Wire 06,08,098,1.0, 12,16 D100, D200, D300
ER4043 MIG Aluminum Alloy Wire 06,08,09,10,12 16 D100, D200, D300
EVIT-1C MIG Flux Cored Wire 12,14,16 D200, D300
-
TIG Welding Rod
AWS - Des n Vire Diam ) Length
ER70S-6 TIG Solid Welding Wire 1.0,16,2.0,24,32 1m/36"
ER30BLSI TIG Stainless Steel Wire 1.0,1.6,2.0 24,32 1m/36"
ER5356 TIG Aluminum Alloy Wire 10,16,20,24, 32, 40 1m/38"
ER4043 TIG Aluminum Alloy Wire 1.0,16,20, 24,32 40 1m/36"
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Flashback Arrestor Flashback Arrestor

288 Regulator Flashback Arrestor

Features:

Flame arrestor: Non-return valve

Filter protect the flash back arrestor from dirty particles

Prevent the transmission off flame of backfire or flashback upstream from the blow-pipe
passing through the flashback arrestor into the equipment connected.

Max flow: Oxygen: 7000Lt. / H Acetylene: 2600Lt. / H

Specifications:
Model Application Gas For Max. FlowLt/H bR Ul B Inlet Outlet
Pressure (bar)
288-R Oxygen 7000 10 9/16"x18 R.H. 9/16"x18 R.H.
Regulator
288-L Fuel Gas 2600 1.5 9/16"x18 L.H. 9/16"x18 L.H.
288-R Oxygen 7000 10 BSP 3/8” R.H. BSP 3/8” R.H.
Regulator
288-L Fuel Gas 2600 1.5 BSP 3/8” L.H. BSP 3/8” L.H.
288-R Oxygen 7000 10 BSP 3/8” R.H. BSP 3/8” R.H.
Regulator
288-L Fuel Gas 2600 1.5 BSP 3/8” L.H. BSP 3/8” L.H.
Flashback arrestors are used to protect single cylinders, outlet points or pipelines and can be used for almost all technical
gases. The flashback arrestors are mountable in any orientation and are available with all connections and in brass.
High-quality materials and filters in the gas inlet provide long services life of flashback arrestors.
588 Torch Flashback Arrestor
188 Torch Flashback Arrestor -:; * Prevents reverse flow of gases with built-in check-valves.
= * Extinguishes flashback fire with stainless steel sintered element
Features: * 5/16”(8mm) hose connection.
Flame arrestor: Non-return valve * 9/16"-18 thread connection and BSP 3/8” thread connection, according to your request.
Filter protect the flash back arrestor from dirty particles
Prevent the transmission off flame of backfire or flashback upstream Specifications:
from the blow-pipe passing through the flashback arrestor into the o Max. Flow Max. Inlet
. Model Application Gas For Inlet
equipment connected. Lt/H Pressure (bar)
Max flow: Oxygen: 7000Lt. / H Acetylene: 2600Lt. / H 588-R Oxygen 7000 10 9/16"x18 R.H.
Regulator
L Max. Flow Max. Inlet
Model Application Gas For LtH Pressure (bar) Inlet Outlet
188-R Oxygen Toreh 7000 10 9/16'X18RH. | 9/16'x18 RH. 688 Cartridge type Hose Flashback Arrestor
orc
188-L Fuel Gas 2600 1.5 9/16"x18 L.H. 9/16"x18 L.H.
188-R Oxygen 7000 10 BSP3/8" RH. | BSP3/8’RH. Specifications:
Torch ,, ,, - Max. Inlet
188-L Fuel Gas 2600 1.5 BSP 3/8” L.H. BSP 3/8” L.H. Model Application For Max. Flow |5 o ire Inlet Outlet
Gas Lt/H
188-R Oxygen 7000 10 5/8"x18 R.H. 5/18"x18 R.H. (bar)
Torch _
188-L Fuel Gas 2600 1.5 5/8"x18 L.H. 5/8"x18 L.H. 688-R Oxygen Hose 7000 10 ¢8mm hose | g8mm hose
188-R Oxygen 7000 10 BSP 1/4” R.H. BSP 1/4” R.H. 688-L Fuel Gas 2600 1.5 ®8mm hose ®8mm hose
Torch
188-L Fuel Gas 2600 1.5 BSP 1/4” L.H. BSP 1/4” L.H.
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Flashback Arrestor

390 Regulator Flashback Arrestor

Specifications:

Max Flow Max Inlet
Model Gas For Pressure Inlet Outlet
Lt./H
(bar)
Oxygen 7000 10 9/16"x18 R.H. | 9/16"x18 R.H.
regulator
390 Fuel Gas 2600 1.5 9/16"x18 L.H. 9/16"x18 L.H.
Oxygen 7000 10 BSP 3/8" R.H. | BSP 3/8" R.H.
regulator
Fuel Gas 2600 15 BSP 3/8" L.H. BSP 3/8" L.H.
384 Torch Flashback Arrestor
Specifications:
Max Flow Max Inlet
Model Gas For Lt/H Pressure(bar) Inlet Outlet
Oxygen Torch 7000 10 9/16"x18 R.H.|9/16"x18 R.H.
Fuel Gas 2600 1.5 9/16"x18 L.H.|9/16"x18 L.H.
384
Oxygen Torch 7000 10 BSP 3/8" R.H.|BSP 3/8" R.H.
Fuel Gas 2600 1.5 BSP 3/8" L.H.|BSP 3/8" L.H.
FB 11 Torch Flashback Arrestor
Features:
1. For Gas Regulator
2. Input Oxygen Max pressure: 15BAR/210Psi
Input Acetylene Max pressure: 1.5Bar/21Psi
3. Full and Good Brass
4. Built-In Reverse Flow Check Valves
5. Designed to Prevent Flashback from Hose to Regulator
6. For Use with MOST Oxy-Fuel Welding & Cutting Regulators
7. Greater Flow than Competitive Models
Model Gas For connection
FB 11-R Oxygen 9/16"x18 R.H.
torch
FB 11-L Fuel Gas 9/16"x18 L.H.
88 Check Valve
Specifications:
Model Gas For Inlet outlet
88-3R Oxygen Torch 9/16"x18 R.H. 9/16"x18 R.H.
orc
88-3L Fuel Gas 9/16"x18 L.H. 9/16"x18 L.H.

61

/ILAN

WELDING

Gas Regulators

GR355 GR25Ar Argon Flow meter
Gas Regulator

GR258 Electric Heated GR191Ar Argon Flowmeter
CO, Regulator Gas Regulator

Rated Input Pressure P1 Rated Output Pressure P2 | Outlet Flow Q Connection Thread

Model Gas

MPa M3/h Inlet QOutlet
GR355 Ar 20 0.6 2 G5/8, G1/4 M16x1.5
GR25Ar Ar - 0.25 0-25 G5/8 M12x1
GR258 CcOo2 - 0.35 0-25 G5/8 M12x1
GR100 CO2 - 0.35 0-25 G5/8 M12x1
GR191 Ar/CO2 14.7 0.25 0-25 G5/8-14 M12x1

Oxy-fuel Cutting Tips

Compatible with BOC (ANME, PNME, ANM, PNM), SAF
(G1-A, G1-P, H01-3), HARRIS (6290, 6290-D, 6290VVC,
6290NX, 6290NFF, 6290-AC), VICTOR (1-101, 3-101,
GPN), CIGWELD (41, 44), GLOOR (81021, 81021-
P), TANAKA (3040G, 3080H, 3080), YAMATO (ACE-M,
L.P.G-M, ACE-A, L.P.G-A), ZINSER, MESSER/ESAB,
SMITH, ASNM, AGNM, AFN, Equal-pressure High-speed
tip (Acetylene, Propane), Heating Nozzles (Acetylene,
Propane) and Welding Tips etc.

LG
DU0OO0oR00LNLL
BLOGODIEG 048

*Note: Other specifications can be available as per customers' requirement.
Aland Welding is no way affiliated with the original equipment manufacturers (OEM) mentioned. All trademark listed
herein are not of OEM's origin. References to the OEM's part numbers are for your convenience ONLY.
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Welding Twin Hose Reel

TR3100

TR3260

TR2100

TR2200

Twin Hose

OVERALL DIMENSIONS

1/4” 5/16", 3/8" (Bmm, 8mrn, 10mm)

- Surface is mill finish

- Interior Lining, strengthen lining, exterior lining

- Strengthen lining is high strength weaving fiber

- Double color (Red/Green), (Red/Blue), as
required

- Temperature: -25°C~ 70°C

8m/10m
1/4”
Twin Rubber Hose

300PSI / 20Bar

Inlet: F1/4'G
Outlet : M1/4"G

15m
114"
Twin Rubber Hose

300PS| / 20Bar

Inlet: F1/4"G
Outlet : M1/4"G

20/25/30m
1/4”
Twin Rubber Hose

300PSI / 20Bar

Inlet: F1/4'G
Outlet : M1/4°G

15m

1/4”

Twin Rubber Hose

300PSI / 20Bar

Inlet: F1/4'G
Outlet : M1/4°G

30m

114"

Twin Rubber Hose

300PSI / 20Bar

Inlet: F1/4'G
Outlet : M1/4"G

Applications: For gas soldering of Oxygen, Acetylene, Argon, Propane etc

Large Viewing
Area

WH3535-9000PIus

Technical Data:

/ILAN

WELDING

Auto-Darkening Welding Helmet

Large Viewing
Area

WH3515-9000 WH1615-8610

WH1516-8600(M)

Parameters

WH3535-9000PIus WH3515-9000 WH1615-8610

WH1516-8600(M)

Optical Level

EN379 1/1/1/2

Filter Dimension

114x133x10mm (4.497x5.24”x0.39”)

110x90x9mm (4.33"x3.54"x0.35”)

Field of Vision

98x88mm (3.86"x3.46”) | 100x62mm (3.94"x2.44")

98x45mm (3.86"x1.77")

Dark State Level

Variable Shade, DIN5-9/ Variable Shade, DIN5-9/

Variable Shade, DIN9-13

Variable Shade, DIN9-13

DIN9-13 DIN9-13
Clear State Level DIN4
Sensitivity Control “Low” to “High” Stepless Adjustment
Delay Time Adjustable from 0.2S (Fast) to 1.0S (Slow)
Switching Time <1/30000S (From Clear to Dark)
Grinding Function Yes
ADF Self-Check Yes
Low Battery Indicator Yes
Power on/off Full Automatic
UV/IR Protection Up to Shade DIN16 at all time
Impact Resist Level DIN EN175F
Arc Sensors 4 4 4 2

Power Supply

Solar Cells + Replaceable Lithium Battery

Shell Material

Special Nylon (High-impact Resistant Polyamide)

Operating Temperature

-10°C to +60 °C(14°F~140 °F)

Store Temperature

-20°C to +70 °C(-4°F~158 °F)

N.W. 490459
Warranty 2Years
Approved CE, ANSI Z87.1, CSAZ94.3, AS/NZS
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WH0822-8600(S)

Technical Data:

WHO0701-8600

WH0601-8600

@ e [CE ) (23] e

WHO0501-860

Parameters

WH0822-8600(S)

WHO0701-8600

WH0601-8600

WH0501-8600

Optical Level

EN379 1/1/1/2

EN379 1/1/1/2

EN379 1/1/1/2

EN379 1/2/1/3

Filter Dimension

110x90x9mm (4.

33"x3.54"x0.35")

Field of Vision

98x40mm (3.86"x1.57")

92x42mm (3.62"x1.65”)

94x37mm (3.70"x1.46”)

Dark State Level

Variable Shade, DIN9-13

Clear State Level

DIN4

Sensitivity Control

“Low” to “High” Stepless Adjustment

Delay Time

Adjustable from 0.2S

(Fast) to 1.0S (Slow)

Switching Time

<1/30000S (From Clear to

<1/30000S (From Clear to

<1/25000S (From Clear to Dark)

Dark) Dark)
Grinding Function Yes No Yes
ADF Self-Check Yes No No
Low Battery Indicator Yes No No

Power on/off Full Automatic Full Automatic Full Automatic

UV/IR Protection Up to Shade DIN16 at all | Up to Shade DIN16 at all Up to Shade DIN16 at all time
time time

Impact Resist Level DIN EN175F DIN EN175F DIN EN175F

Arc Sensors 2 2 2

Power Supply

Solar Cells + Replaceable
Lithium Battery

Solar Cells, No Battery
Change Required

Solar Cells + Replaceable AAA Battery

Operating Temperature

-10°C to +60 °C(14°F~140 °F)

Store Temperature

-20°C to +70 °C(-4°F~158 °F)

N.W. 490+5¢g 470459 455+5¢g 490+5¢g
Warranty 2Years
Approved CE, ANSI Z87.1, CSAZ94.3, ASINZS
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WH1336-8600

Technical Data:

WH1215-8000E2X

WH1036-8000E1

@) e [C e (23] ey

WH0903-5000SG

Parameters

WH1336-8600

WH1215-8000E2X

WH1036-8000E1

WH0903-5000SG

Optical Level

EN379 1/1/1/2

Filter Dimension

110x90x9mm (4.

33"x3.54"x0.35")

Field of Vision

98x45mm (3.86"x1.77”)

92x42mm (3.62"x1.65”)

98x45mm (3.86"x1.77”")

92x42mm (3.62"x1.65”)

Dark State Level

Variable Shade, DIN9-13

Clear State Level

DIN4

Sensitivity Control

“Low” to “High” Stepless Adjustment

Delay Time

Adjustable from 0.2S

(Fast) to 1.0S (Slow)

Switching Time

<1/30000S (From Clear to Dark)

Grinding Function Yes
ADF Self-Check Yes
Low Battery Indicator Yes

Power on/off

Full Automatic

UV/IR Protection Up to Shade DIN16 at all time
Impact Resist Level DIN EN175F
Arc Sensors 2

Power Supply

Solar Cells + Replaceable
Lithium Battery

Solar Cells + Replaceable
Lithium Battery

Solar Cells + Replaceable
Lithium Battery

Solar Cells, No Battery
Change Required

Operating Temperature

-10°C to +60 °C(14°F~140 °F)

Store Temperature

-20°C to +70 °C(-4°F~158 °F)

N.W. 490159 465159 490159
Warranty 2Years
Approved CE, ANSI 787.1, CSAZ94.3, AS/INZS
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WHO0301-2000

Technical Data:

WHO0101-20

0oL1 WH777B

@) e [C ] 2225 ey

WH2001-100F

Parameters

WH0301-2000

WHO0101-2000L1

WH777B

WH2001-100F

Optical Level

EN379 1/2/1/3

EN379 1/1/1/2

EN379 1/2/1/1

EN379 1/2/1/3

Filter Dimension

110x90x9mm (4.

33"x3.54"x0.35")

Field of Vision 92x42mm (3.62'x1.65") | 92x42mm (3.62'x1.65") | 98x43mm (3.86'x1.69") | 94x37mm (3.7°x1.46")
Dark State Level Variable Shade, DIN9-13 | @7a0le S18%e, | yariapie Shade, DIN-13 |  Fixed Shade, DIN11
Clear State Level DIN4 DIN4 DIN4 DIN3
Sensitivity Control Automatic “Low! OsreIZL;thd canbe | "Low” t: d;rsi?r:;i’iepless Automatic

Delay Time

Automatic, 0.2S-0.5S

Automatic, 0.2S-0.5S

0.25S-0.8S (Adjustable)

Automatic, 0.2S-0.5S

<1/25000S (From Clear to

<1/25000S (From Clear to

<1/25000S (From Clear to

Switching Time Dark) Dark) 0.033ms Dark)
Grinding Function No No Yes No
ADF Self-Check No No Yes No
Low Battery Indicator No No Yes No
Power on/off Full Automatic

UV/IR Protection Up to Shade DIN16 at all time

Impact Resist Level DIN EN175F

Arc Sensors 2 4 2

Power Supply

Solar Cells, No Battery
Change Required

Solar Cells, No Battery Change Required

Solar Cells, No Battery
Change Required

Operating Temperature

-10°C to +60 °C(14°F~140 °F)

-5°C to +55 °C(23°F~131

°F)
Store Temperature -20°C to +70 °C(-4°F~158 °F)

N.W. 460159 \ 45059 450159 45059
Warranty 2Years

Approved CE, ANSI Z87.1, CSAZ94.3, AS/INZS

Package & Accessories
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COLOR BOX 3

ek

S © 4

HEADBAND 1 HEADBAND 2

QUTSIDE COVER PLATE INSIDE COVER PLATE

Leather Welding Gloves

m Royal Blue welding gloves
1.3mm B grade shoulder split
cowhide

Dupont KEVLAR sewn Wing
thumb Cotton

Lining 35cm long.

Product No: WG160

m Golden patched palm welding
gloves

1.3mm B grade shoulder split
cowhide

Reinforced Leather Palm.

Dupont KEVLAR sewn

Wing thumb Cotton lining 35cm
long.

Product No: WG2008

Mechanic’s Gloves

m Golden mechanic’s gloves
Made of split cowhide

No lining

Fashionable golden color
Elastic back ensures a snug,
comfortable fit

Product No: WG1303

m Charcoal-brown mechanic’s
gloves

Made of split cowhide

No lining

Dark color to increase dirt-
resistant

Elastic back ensures a snug,
comfortable fit

Product No: WG1301

/ILAND,

WELDING

Welding Gloves

m Rust orange welding gloves
1.3mm B grade shoulder split
cowhide

Wing thumb Cotton lining 35cm
long

Product No: WG2102

m Golden welding gloves

1.3mm B grade shoulder split
cowhide Reinforced Leather Palm.
Dupont KEVLAR sewn

Product No: WG1210

Coffee Deluxe Leather Welding Gloves

m Coffee welding gloves

Straight thumb

Patched palm and cuff with 3-ply
stitched seam

35cm long

Product No: WG2900

m Coffee welding gloves
35cm long
With thumb

Product No: WG0808
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Welding Gloves

Deluxe Leather Welding Gloves

m Rust orange welding gloves
Staight thumb and reinforced
thumb crotch for excellent
durability

Product No: WG0328

m Charcoal-brown welding gloves
With thumb
35cm long

Product No: WG0707

Leather Sleeves

m Charcoal-brown Leather
Sleeves

0.9-1.1cm side split cowhide
leather

Dupont KEVLAR Sewn

Elastic upper arm and cuff
Product No: AW-9101

m Golden leather sleeves
0.9-1.1cm side split cowhide
leather

Dupont KEVLAR Sewn

Elastic upper arm and cuff
Product No: AW-9116

m Golden Lengthen leather
sleeves.

0.9-1.1cm side split cowhide
leather

Dupont KEVLAR Sewn

Hook & loop upper arm and
elastic cuff

Product No: AW-9119
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Welding Glass

Welding Glass & Lens & Magnifier

Leather Palm Jean Back Gloves

m Golden full palm working
gloves

1.3mm AB grade shoulder split
cowhide palm and knuckle strap
Cotton lining Elastic cuff Jean
back

Product No: WG1505

m Charcoal-brown patched palm
working gloves

1.2mm select side split cowhide
palm and kuckle strap Cotton
lining Elastic cuff Jean back
Product No: WG1503

Leggings and Spats

m Golden Short Leggings & Gray

Welding Glass

Clear glass protection lens

Products List

PC welding Magnifier

Gold Plated welding glass

Glass welding magnifier

Spats Name Size (mm) Name Size (mm) Name Size (mm)
2mm special split cowhide hard 50100 50105 50*100
shoulder leather cover 50105 Gold /silver Plated 50™08 50™05
Hook & | | desi 50*108 welding glass 75%98 50%108
00k & 1oop closure design 50*110 90*110 50*110
With elastic bank on the base 55*110 114*133 55*110
1.2-1.3mm side split cowhide Welding glass 60*110 51*108 Clear glass protection lens 60*110
leather of leg sleeves. 75%98 50*105 75*98
80*110 50*110 80*110
. 83*108 60*110 83*108
Product No: AW-9100 90110 CR39 lens 83108 90110
114*133 90*110 114*133
@50mm 114*133 @50mm

PC welding Magnifier 51*108mm 250mm Glass welding magnifier 51*108mm

m Gray Long Leggings and Spats
2mm special split cowhide hard
shoulder leather cover

Hook & loop closure design

With elastic bank on the base
1.4mm split cowhide hard

*Note: 1. Thickness: Welding glass: 2.8-3.2mm (normally 3mm); Clear glass: 1.8-2.0mm; CR-39: 1.2-1.4mm. As per required.

2. Package: 1pc/plastic bag, 100pcs/cardborad box, 500pcs/carton

3. Edging or without edging. As per required. 4. CE

Selection of Industrial protcdtive Helmet

shoulder leather cover Nsuh;g:r Elecmg lﬁtrif‘gvve\;g:ﬂg eI Application NSu h::g:r EIeCtr('?u/t\tir;;V&IIg'rrllg g Application
Front/1.2-1.3mm side split 3.4 Auxiliary workers Rollers,workers of blast furnace,heating 9-11 Electric arc Welding of
cowhide leather of leg sleeves i furnace and stokers. 75A-200A
back 5.6 Electric arc Welding Workers of gas welding and cutting,air 12-13 Electric arc Welding of
Product No: AW-9200 below 30A weldingand electric furnace. 200A-400A
' 7.8 Electric arc Welding of Used for argon ion welding and special 14 Electric arc Welding
30A-75A welding. above 400A
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Cutting & Grinding Discs

G

23033222

Type 41: Cut-off wheel, flat

N B

EEQEEN

Abrasive Grit Size Hardness Velocity Dia.(mm) Thickness(mm) Hole (mm)
100 16
115 22.2
A, WA, ZA, SA, C,| 24#, 30#, 36#, M,N,O, P, Q,R, 125 22.2
fibre reinforced 46#, 60# s 80mm/S 150 25,30,3.2 22.2
180 222
230 22.2
Abrasive Grit Size Hardness Velocity Dia.(mm) Thickness(mm) Hole (mm)
75 1.0,1.6,2.0,2.5,3.0 9.53
100 1.0,1.2,1.6,2.0 16
115 1.0,1.2,1.6 22.2
125 1.0,1.2,1.6,2.0 22.2
180 2.0 22.2
A, WA, ZA, SA, C,| 24#, 30#, 36#, M,N,O, P, Q,R, 80mm/S 230 2.0 22.2
fibre reinforced 46#, 60# S 100mm/S 250 2.6,3.0,3.2 25.4
300 2.6,3.0,3.2,3.54 20, 22.2,25.4,32
350 2.6,3.0,3.2,3.54,4.7 | 20, 22.2, 25.4,32
400 3.2,3.54.04.7 25.4, 32
455 4.0,4.5,5.0 25.4, 32
508 5.0,6.0 25.4, 40, 50.8
Abrasive Grit Size Hardness Velocity Dia.(mm) Thickness(mm) Hole (mm)
22 0.6 2
23.8 0.6 1.7
50M/S(regular) 25 0.7 2
A, fibre reinforced | o0#,120¢ | M N OLP R goms (rbre 32 1 18,2
reinforced) 35 0.7,1.0 2
37.5 0.7,1.0 2
40 1 2
Type 42: Cut-off wheel, depressed
Abrasive Grit Size Hardness Velocity Dia.(mm) Thickness(mm) Hole (mm)
100 4.0, 6.0, (6.4) 16
115 4.0, 6.0, (6.4), 8.0 22.2
A, ZA, C, fibre M,N,O,P, Q,R, 80mm/S 125 4.0, 6.0, (6.4), 8.0 22.2
reinforced 24#, 30#, 36# s 100mm/S 150 4.0,6.0, (6.4), 8.0 222
180 4.0, 6.0, (6.4), 8.0 22.2
230 4.0, 6.0, (6.4), 8.0 22.2
Type 27: Grinding wheel, depressed
Abrasive Grit Size Hardness Velocity Dia.(mm) Thickness(mm) Hole (mm)
100 16
115 22.2
A, WA, ZA, SA, C,| 24#,30#,36#, | M,N,O,P, Q, R, 125 22.2
fibre reinforced 46#, 60# S 80mm/S 150 25,30,3.2, 222
180 22.2
230 22.2
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Welding Goggle

welding helmet

WELD.I

tungsten carbide burrs
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