
Gouging Electrode Catalogue

Product: Copper Coated Gouging Electrode/Carbon Rod

Application: Use for cutting, welding defects removing, making holes, welding
inspection and removing over-welded parts.

Technical Data:

Dia × Length Current Range

mm inch (A)

3.2×305 1/8×12' 130~180

4×305 (355) 5/32×12' (14') 150~200

5×305 (355) 3/16×12' (14') 200~250

6×305 (355) 15/64×12' (14') 300~350

6.5×305 (355) 1/4×12' (14') 320~370

7×305 (355) 9/32×12' (14') 350~400

8×305 (355)(510) 5/16×12' (14')(20') 400~450

9×305 (355)(510) 23/64×12' (14')(20') 450~500

10×305 (355)(510) 3/8×12' (14')(20') 500~550

11×305 (355)(510) 7/16×12' (14')(20') 600~650

12×305 (355)(510) 15/32×12' (14')(20') 750~850

13×305 (355)(430)(510) 1/2×12' (14')(17')(20') 800~1000

16×355 (430)(510) 5/8×14' (17')(20') 1000-1200

19×355 (430)(510) 3/4×14' (17')(20') 1200-1400

Packing: 100 pcs/50pcs/30 pcs box; 10box/CTN; Pallet if needed.

Port: Shenzhen/Shanghai, China

Certification: ISO/CCS

Contact: Olivia
Forea Industries Co., Ltd
Cell Phone: +0086
15116392397
E-mail:export1@foreaindustries.com
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