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2005 2006 2011 2015 v2017

Ø公司成立

Incorporation

Ø一期冷轧项目投产   Phase 

I cold rolling project is put 

into operation

Ø首条镀铬/镀锡线投产The first 

chrome/tin plating line was put 

into production

Ø马口铁年产能达20万吨Annual 

capacity of tinplate reaches 

200000 tons

Ø产品转型升级Product 

transformation and upgrading

Ø产品用途专注于高端食品包装

Product use focuses on high-end 

food packaging

Ø推进智能制造1.0转型升级Promote the 

transformation and upgrading of intelligent 

manufacturing 1.0

Ø推进绿色制造战略Promote green 

manufacturing strategy

Ø省内民企首条高端连续退火线签约Signing of 

the first high-end continuous annealing line

Ø双机架平整机投产

ØProduction of double stands 

planisher
Ø连续退火线投产Production of CA 

line

Ø马口铁年产能突破60万吨 Annual 

tinplate capacity exceeds 600000 

tons
2019 2021

A timeline of the company's development

Ø 通过ISO9001国际质量体系认证；Passed ISO9001 international quality system certification

Ø 通过马来西亚SIRIM产品认证；Passed SIRIM product certification for Malaysia

Ø FSSC 22000食品安全管理体系认证中; FSSC 22000 food safety management system certification

Ø 通过GB/T 29490-2013知识产权管理体系认证 Passed GB/T 29490-2013 Intellectual Property Management System Certification

Ø 通过ISO14001/ISO45001环境管理与职业健康安全管理双体系认证；Passed ISO14001/ISO45001 double system certification of environmental 

management and occupational health and safety management

Ø 荣获了河北省高新技术企业、河北省产业集群龙头企业、河北省马口铁板材技术创新中心、邯郸市高成长性企业等多项荣誉。It has won many honors such as 

high-tech enterprises in Hebei Province, leading enterprises in industrial clusters in Hebei Province, tinplate plate technology innovation center in 

Hebei Province, and high growth enterprises in Handan City.

Ø 推进智能制造2.0转型升级 Promote the 

transformation and upgrading of intelligent 

manufacturing 2.0

Ø 产品结构提升 Product structure improvement

Ø 高端品种及客户开发High end variety and 

customer development



1. Electrolytic Tinplate 电镀锡薄钢板

2. Tin Free steel 电镀铬薄钢板

3. Cold Rolled Steel- Annealed 冷轧薄板

4. Cold Rolled Steel – Full Hard 轧硬

Company Prodcuts

.



Production Capacity Planning 产量

Cold Rolled Steel:100,000.00-150,000.00MT/Year

冷轧薄板：100,000.00-150,000.00吨/年

 Tin Free Steel:300,000-350,000.00MT/Year 

镀铬薄钢板：300,000-350,000.00吨/年 
 Electrolytic Tinplate:250,000.00-300,000.00MT/Year  

镀锡薄钢板 250,000.00-300,000.00吨/年

 CA line with capacity 200,000.00-250,000.00 MT /YEAR.

CA材：200,000.00-250,000.00 吨 /年.

 

Full Hard: 100,000.00MT/Year

轧硬：100,000.00MT/Year



Main equipments

Main Equipment list 主要设备

Pickling: 2 line    酸洗：2条

Cold Rolling: 7 sets   轧机：7条

Degreasing: 4 lines  脱脂：4条

Annealing furnace: 36 sets   退火炉：36套

Skin Passing: 5 lines ( 1 lines of Double rack and 4 lines of Single rack)

平整：4台（1台双机架，4台单机架）

Tension Leveler: 6 lines  拉矫：6条

Electrical Discharge Texturing: 1 sets from UK.  电火花毛化辊：1台（英国进口）

Coating(BA) :5 lines,  2 line for Tinplate, 2 lines for Tin Free SteelCoating (CA): 
1 line . 涂镀线（BA）: 3条镀铬，2条镀锡；  CA线：1条

Cutting : 3 lines  开平线：3条



主 体 生 产 设 备
Main Production Equipment

连退线

CA line



电 火 花 毛 化 机
EDT

厂家
Manufacturer

英国Sarclad（沙克拉德）EDT毛
化机  Sarclad EDT Texturing 

machine From UK

数控系统     
CNC system 西门子 Siemens

毛化精度
Texturing 
accuracy

Ra±0.05um

毛化粗糙度范围 
Roughness 

range
0.5-12um

特点 
characteristic

Rpc可控，毛化一致性好 Rpc 
control, keep texturing 

uniformity



连 续 退 火 机 组
Continuous Annealing Processing Line

厚度
thickness 0.17-0.55mm

宽度 width 700-1050mm

调质度 
temper T2.5-DR9

速度speed 500米/分 500meters/min

产能capacity 年产能25万吨 250000ton/year

技术tech 日本新日铁NSC-CAPL技术 
Nippon Steel NSC-CAP TECH

特点
characteristic

W型双排并联辐射管，保证温度均
匀性 W type Double row parallel 
radiation tube, Ensure temperature 

uniformity



双 机 架 平 整 机
Double Stand Temper Mill

机型Type
1250六辊UCM双机架平整机  1250 
six rollers two stands planishing 

mill

厚度
thickness 0.12-0.55mm

宽度width 700-1100mm

调质度
temper T2-DR9

速度speed 1500米/分 1500meter/min

产能
capacity 250000ton/year

关键部位
main parts

德国IMS测厚仪，KELK张力计和美国
BETA激光测速仪   IMS Thickness 

gauge,  KELK tensiometer, BETA laser 
velocimeter



涂 镀 机 组
Tinning Wire

镀锡线ETP 
LINE

产能CAPACITY 20万吨/年 200000ton/year

速度SPEED 350米/分 350meters/min

镀锡方法 TIN COATING 
TECH PSA

阳极ANODE 可溶性阳极 Soluble Anode

软熔SOFT HEAT 联合软熔 United soft heat

PASSIVATION 311

配置Configuration 在线拉矫，前切边   tension lever, 
edge cut

镀铬线TFS 
LINE

产能CAPACITY 20万吨/年 200000ton/year

速度SPEED 350米/分 350meters/min

镀铬方法Chroming 
TECH 二步镀铬

配置 Configuration 在线拉矫，后切边 tension lever, 
edge cut



        Quality Control Equipment





Company Prodcuts



Tinplate and Tin Free Steel 镀锡/镀铬
Thickness/厚度范围:0.135mm~0.49mm
Width/宽度范围:712mm~1000mm
Length/长度范围:500mm~1200mm
Hardness/硬度范围:T1~T5,DR7M,DR8M,DR9
Material/材质:MR,SPCC,L
Surface/表面：B，S,  Matt
Tinplate:Coating镀锡涂镀量:E1.1/1.1~E5.6/5.6
TFS  Coating/镀铬涂镀量:50~100mg/m2

CRCA,CRC FH  冷轧薄板/轧硬
thickness/厚度范围:0.13mm~1.2mm
Width/宽度范围:600mm~1100mm
Material/材质:DC01~DC06,SPCC-1B,SPCC-SD/B



         THE END USE









Production Structure

Ø 食品、饮料、啤酒类

总占比62.3%

Ø food,beverage,beer 

62.3%

Ø 硬度以T4/T5为主，DR

材占比可达12%   

Main temper T4/T5, 

DR material 12%



o Asia: Korea, Singapore, Malaysia, Thailand, Vietnam, Philippines, Sri-Lanka, India, 
Pakistan, Indonesia, Turkey, Saudi, UAE, Jordan, Oman, Syria, Kazakhstan, Bangladesh, 
Iran, Lebanon.

o America: US, Mexico, Bolivia, Chile, Costa Rica, Columbia, Peru, Brazil, Paraguay, 
Ecuador, Honduras.

o EUROPE: Italy, Spain, Germany, Portugal, Switzerland,UK,Sweden, France, Lithuania, 
Russia, Ukraine, Netherlands, Finland, Poland, Bulgaria,Greece,Belgium.

o Africa: Egypt, Kenya, Tunisia, Nigeria, Mauritius,South Africa.

o Oceanic: New Zealand, Fiji,  Australia

Market distribution



Thanks for  Watching! 感谢收看！

JINTAI (JOLEE)/金泰包装

THE   END 


